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GENERAL INFORMATION 
HANDLING PRECAUTIONS 


a possibility the body and/or parts may be 

9 st remove the danger before performing 

repair operations, 

Exampl 

1. Apply protection tape to the body adjacent to the 
body parts when removing and installing. 











2. When prying off the body parts with a screwdriver | 
or scraper etc., be sure to apply protection tape to 
the tip or blade to prevent damage to the paint 
film or body parts. 





| 


ANTI-RUST TREATMENT 


If anti-rust agents are damaged while rej 
parts, be sure to repair the anti-rust agent. 
Example: 

1. If body sealant, paint film or undercoat are 


damaged by peeling, cracks, etc., be sure to repair 
each with an anti-rust agent. 





ing other 


2. If a hinge or ext 
removed, be sure apply rust inhibitor after repairs. 





CLIPS 
The removal and installation methods of typical clips 
used in body parts are shown in the table below. 


HINT: If the clip is damaged during the operation, 
always replace it with a new clip. 
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Shape (Example) 


Removal/Installation 






Clip Remover 
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CLIPS (Cont'd) 





Shape (Example) 
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Removal 
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Removal /Installation 


Removal 









Installation 


Installation 
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HOOD 
ADJUSTMENT OF HOOD 


1, ADJUST HOOD IN FORWARD/REARWARD AND 
LEFT/RIGHT DIRECTIONS 


Adjust the hood by loosening the hood side hinge bolts. 


2, ADJUST FRONT EDGE OF HOOD IN VERTICAL 
DIRECTION 


Adjust the hood by turning the cushions. 


3. ADJUST DOOR LOCK 
(a) Remove four screws and the air inlet duct. 


(b) Adjust the lock by loosening bolts. 
(c) Install the air inlet duct with four screws. 
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FRONT DOOR 
COMPONENTS 





Door No.2 Weatherstrip 











Door Glass 


Outside Handle 
. 


Lock Cylinder 
Door Outer W 





. therstrip 


Door Glass Run 


° o 
Retainer 29 SS Link 


Door Lock ‘Eawalizer Arm) 


=. 
Lock Striker ot 
~ 


Inside Handle Connecting Link —— A . 
Door Leck Contr ars 
Li 
me 
~ TS ~ 
- 
Inside Locking’ ¢ 
No.2 Glass Run tink 4 
2 Link 


Inside Locking 
Link Protector 


Window Regulator 
Rear View Mirror 


2 oC3— cover 


Door Check 


on 





— Door No.3 Weatherstrip 


——Front Lower Frame 


Service Hole Cover No.1 
——Hole Cover 





Plate 


Snap Ring 


Regulator indo 

















Door Trim Lower Cover 


Cap 


Door Speaker 
Nosto8 


Door Hinge * ! 
$ af Hinge Spacer 


Centering Bolt 


205235 





Bolt with Washer 
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ADJUSTMENT OF FRONT DOOR 


HINT: Since the centering bolt is used as the hood 
hinge and lock set bolt, the hood and lock cannot be 
adjusted with it on. Substitute the bolt with washer for 
the centering bolt. 





1, REMOVE HINGE SPACER 


2. ADJUST DOOR IN FORWARD/REARWARD AND 
VERTICAL DIRECTIONS 


Using SST, adjust the door by loosening the body side 
hinge bolts. 


SST 09812-00010 


3. ADJUST DOOR IN LEFT/RIGHT AND VERTICAL 
DIRECTIONS 


Loosen the door side hinge bolts to adjust. 


HINT: Substitute the bolt with washer for the 
centering bolt. 





4, ADJUST DOOR LOCK STRIKER 


(a) Check that the door fit and door lock linkages are 
adjusted correctly. 


(b) Loosen the striker mounting screws to adju: 
{c) Using a plastic hammer, tap the striker to adjust it. 











BO-8 BODY — Front Door 
= DISASSEMBLY OF FRONT DOOR 
(See page BO-6) 
LAF —~ 
ee NO 1. (w/o Power Window) 
SY REMOVE REGULATOR HANDLE 
Pull off the snap ring with a shop rag and remove the 
regulator handle and plat 
00020 











08259 








805260 











woat1a 























2. REMOVE REAR VIEW MIRROR 
(a) Remove the cover. 
(b) Remove two bolts and the mirror. 


(c) (w/ Remote Control Mirror) 
Disconnect the connector. 


3. (w/ Power Window) 
REMOVE POWER WINDOW SWITCH 


(a) Insert the screwdriver between the door trim and 


the switch to pry out. 
HINT: Tape the screwdriver tip before use. 


! 
(b) Slide the switch forward to remove it, then 


disconnect the connector. 


4, REMOVE DOOR TRIM BOARD 
HINT: Tape the screwdriver tip before use. 
(a) Using a screwdriver, remove the plug. 
(b) Remove two screws. 


(c) Insert a screwdriver between the door and the 


door trim board to pry out. 
(d) Pull the trim board upward to remove it. 
{e) Disconnect two links from the inside handle. 


(f) Remove the inner weatherstrip from the trim 


board. 
5. REMOVE DOOR TRIM LOWER COVER 
HINT: Tape the screwdriver tip before use. 
(a) Using a screwdriver, remove two caps. 
(b) Remove three screws. 


(c) Insert a screwdriver between the door and thé 


door trim lower cover to pry out. 
(d) Remove the trim lower cover. 


(e) (w/ Power Door Lock and Remote Control Mirror) 
Disconnect the connectors. 














OF 
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6. 


10. 


1. 


12. 


REMOVE SPEAKER 
{a) Disconnect the connector. 
(b) Remove the three bolts and the speaker. 


DISCONNECT INSIDE HANDLE CONNECTING LINK 
DISCONNECT INSIDE LOCKING NO. 1 LINK 
REMOVE SERVICE HOLE COVER 


(a) Using a crip remover, remove five screw 
grommets. 


(b) Remove service hole cover No. 1. 
(c) Remove service hole cover No. 2. 
(d) Remove hole cover. 


REMOVE DOOR NO. 2 WEATHERSTRIP 
(a) Using a clip remover, remove the clips. 
(b) Pull the weatherstrip to remove it. 
REMOVE DOOR NO. 3 WEATHERSTRIP 


While pulling the weatherstrip by hand, remove the 
clips using the clip remover. 





HINT: Do not pull strongly on the weatherstrip as it 
may tear. 


REMOVE DOOR OUTER WEATHERSTRIP 
(a) Remove two screws. 


(b) Pry out the clips from the edge of the weatherstrip 
and remove the weatherstrip. 


{c) Remove the clip. 


. REMOVE DOOR GLASS RUN 


Pull the glass run upward to remove it. 
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14. REMOVE DOOR GLASS 


HINT: Insert a shop rag inside the panel to prevent 
scratching the glass. 


(a) Remove two glass mounting bolts. 
{b) Remove the door glass by pulling it upward. 


15. REMOVE FRONT LOWER FRAME 

(a) Remove the hole plug. 

(b) Remove two bolts. 

(c)_ Remove the frame through the service hole. 
16. REMOVE REAR LOWER FRAME 

(a) Remove the screw. 

(b) Remove the frame through the service hole. 

(c) Remove the No. 2 glass run from the frame. 


17, REMOVE WINDOW REGULATOR 


(a) (w/ Power Window) 
Disconnect the connector. 


(b) Remove two egualizer arm bracket mounting bolts. 
(c) Remove four regulator mounting bolts. 
(4) Remove the regulator through the service hole. 


18, REMOVE DOOR LOCK CONTROL LINK AND INSIDE 
LOCKING LINK 


(a) Disconnect two links from the door lock. 
(b) Using a clip remover, remove the clips. 
(c)_ Remove two links. 
{d) Remove the silencer. 
(e) Turn the clamp, then pull it out. 

19. REMOVE INSIDE LOCKING LINK PROTECTOR 
Remove three screws and the protector. 


20. REMOVE DOOR LOCK 


(a) Disconnect two links from the outside handle and 
the door lock cylinder. 


(b) (w/ Power Door Lock) 
Disconnect the connector. 


(c) Remove three screws. 
(d) Remove the door lock through the service hole. 


BODY — Front Door BO-11 














1 





2. 











22. 


21. REMOVE OUTSIDE HANDLE 


(a) (w/ Power Door Lock) 
Disconnect the connector. 


(b) Remove three screws and the outside handle with 
the lock cylinder. 


REMOVE DOOR LOCK CYLINDER 
(a) Disconnect the link from the lock cylinder, 


(b) Remove the retainer and the lock cylinder from the 
outside handle. 


ASSEMBLY OF FRONT DOOR 
(See page BO-6) 


BEFORE INSTALLING PARTS, COAT THI 
Game EM WITH MP 


(a) Apply MP grease to the sliding surface and gears 
of the window regulator. 


NOTICE: Do not apply gre: 
window regulator. 








to the spring of the 


(b) Apply MP grease to the sliding surface of the door 
lock. 


INSTALL DOOR LOCK CYLINDER 


{a) Install the lock cylinder with the retainer to the 
outside handle. 


(b) Connect the link to the lock cylinder. 
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3. 


INSTALL OUTSIDE HANDLE 
{a) Install the outside handle with three screws. 


(b) (w/ Power Door Lock) 
Connect the connector. 


INSTALL DOOR LOCK 
(a) Install the door lock with three screws. 


(b) (w/ Power Door Lock) 
Connect the connector. 


(c) Connect two links to the outside handle and the 


door lock cylinder. | 


INSTALL INSIDE LOCKING LINK PROTECTOR 
Install the protector with three screws. 


INSTALL DOOR LOCK CONTROL LINK AND INSIDE 
LOCKING LINK 


(a) Install the clamp. 
(b) Lift the silencer release sheet, and install it. 
(c) Install the clips and two links. 

(4) Connect two links to the door lock. 





INSTALL WINDOW REGULATOR 
(a) Place the regulator through the service hole. 
(b) Install four regulator mounting bolts. 


(c) Temporarity tighten two equalizer arm bracket 
bolts. 


(d) _ (w/ Power Window) 
Connect the connector. 


INSTALL FRONT LOWER FRAME 

(a) Put in the frame to the door frame. 

{b) Install two bolts. 

{c) Install the hole plug. 

INSTALL REAR LOWER FRAME 

(a) Install the No. 2 glass run to the frame. 


(b) Put in the frame to the door frame. 
(c) Install the screw. | 
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10. 


1. 


12. 


13. 


14, 


15. 


BO-13 


INSTALL DOOR GLASS 


HINT: Insert a shop rag inside the panel to prevent 
scratching the glass. 


(a) Insert the glass to the frame. 


{b) Install the glass to the. regulator with two glass 
mounting bolts. 


INSTALL DOOR GLASS RUN 
Insert the glass run to the door frame. 


ADJUST DOOR GLASS 


Adjust the equalizer arm up to down and tigten if where 
dimensions A and B, as shown are equal. 


INSTALL DOOR OUTER WEATHERSTRIP 
(a) Install the clip. 


(b) Install the claw of the clips into the upper panel slit 
and push the moulding on to the panel. 


(c) Install two screws. 


INSTALL DOOR NO. 2 WEATHERSTRIP 
{a) Install the weatherstrip to the door frame. 

{b) Install the clips. 

INSTALL DOOR NO. 3 WEATHERSTRIP 

Install the weatherstrip with the clips to the panel. 
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05265 





(a) 


(b) 








nost93 





(a) 
(b) 








(a) 


(b) 


(c) 
(d) 











(a) 
(b) 
(c) 


(d) 
(e) 











Jeosze: 





| (a) 
(b) 








16. INSTALL SERVICE HOLE COVER 


Seal the service hole cover No. 1, No. 2 and the 


hole cover with adhesive. 
Install five screw grommets. 


17. CONNECT INSIDE HANDLE CONNECTING LINK 
18. CONNECT INSIDE LOCKING NO. 1 LINK 


19. INSTALL SPEAKER 


Install the speaker with the three bolts. 
Connect the connector. 


20. INSTALL DOOR TRIM LOWER COVER 
(w/ Power Door Lock and Remote Control Mirror) 


Connect the connectors. 


Tap the trim lower cover by hand and fix 
with the clips. 


Install three screws. 
Install two caps. 


21. INSTALL DOOR TRIM BOARD 





in place 


Install the inner weatherstrip to the trim board. 


Connect two links to the inside handle. 


Insert the upper edge of the trim board from 
above, tap the trim board by hand and fix it in 


place with the clips. 
Install two screws. 
Install the plug. 


22. (w/ Power Window) 
INSTALL POWER WINDOW SWITCH 


Connect the connector. 


Slide the switch rearward and tap the switch to 


install it. 
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23. 


24. 


INSTALL REAR VIEW MIRROR 


(a) (w/ Remote Control Mirror) 
Connect the connector. 


(b) Install the mirror with two bolts. 
(c) Install the cover. 


(w/o Power Window) 
INSTALL REGULATOR HANDLE 


BO-15 


With door window fully closed, install the plate and the 


regulator handle with the snap ring as shown. 
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SLIDE 


COMPONENTS 


DOOR 











Lock Cylinder ————— oad 


ee 


Upper Roller — 
oi 
oe 


Down Female Stopper 


re mH 
sh as 
(w/ Theft Deterrent System) 
Control Female Junction 
of 
ow 


(w/ Power Door Lock) 
Control Female Junction 


(w/o Power Door Lock) 
Down Female Stopper 





Lower Roller 


Sl —— outside Handle 


Retainer ————0 tine 












Slide Door 


Center Roller 


ee 


Door Lock 


Door Lock Remote Control 


Lower Cover 


Door Trim Base Bracket 











| Door Lock Knob 


Service Hole Cover 


Door Lock Knob Bezel 





805280 






~ 
‘Door Trim 
~ | >—clip 
Inside handle 
od 
= 
\ Snap Ring 


Plate 
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COMPONENTS (Cont'd) 











Posze1 


Back Door Weatherstrip 








‘Quarter Panel 








(w/ Theft Deterrent System) 
Control Male Junction 


(w/ Power Door Lock) 
Control Male Junction 
{w/o Power Door Lock) 

Down Male Stopper 


Door No. 3 Weatherstrip 
Slide Door Scuff Plate 
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(0-0.039 in.) 

















#805209 








08210 














80531) 





2.0 mm (0.079 in.) 








_____—__ 
ADJUSTMENT OF SLIDE DOOR 
1. ADJUST REAR SIDE OF DOOR IN FORWARD; 
REARWARD AND VERTICAL DIRECTIONS 
(a) Remove two bolts and the rear lock striker. 
(b) Remove the door trim 
(See steps 1 to 3 on page BO-20) 
(c) Loosen the center roller mounting bolts to adjust. 
(d) With the door closed, adjust the center roller 
that it may be placed 0-1.0 mm (0-0.039 in.) al 
the race. 
2, ADJUST DOOR IN VERTICAL DIRECTION 
While opening the door, loosen the lower roll 
mounting bolts to adjust. 





3. ADJUST DOOR IN HORIZONTAL DIRECTION 
(a) Loosen the upper roller adjusting bolts to adjust. 


(b) Insure that the clearance between upper roller 
i i illustrations through out 





Clearance A: 4.5 mm (0.177 in.) 
B: 4.4 mm (0.173 in.) 


(c) Loosen the lower roller adjusting bolts to adjust. 


4. ADJUST DOWN FEMALE STOPPER : 
(a) Loosen the door side down female stopper 
mounting bolts to adjust. 
{b) With the door closed, adjust the down femal 
stopper so that it may be placed 2.0 mm (0.079 i 
above the race. 


207856 
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tose 
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5. ADJUST FRONT LOCK STRIKER 


(a) Check that the door fit and door lock linkages are 
adjusted correctly. 


(b) Loosen the striker mounting screws to adjust. 
(c) Using a plastic hammer, tap the striker to adjust it. 


6. ADJUST REAR LOCK STRIKER 


(a) Check that the door fit and door lock linkages are 
adjusted correctly. 


(b) Loosen the striker mounting bolts to adjust. 
(c) Using a plastic hammer, tap the striker to adjust it. 





REMOVAL OF SLIDE DOOR 

(See page BO-17) 

1, REMOVE SLIDE RAIL END MOULDING 
Using a screwdriver, remove the end moulding. 
HINT: Tape the screwdriver tip before use. 


2. REMOVE CATCH SPRING 
Remove the bolt and the catch spring. 


3. REMOVE SLIDE DOOR 


Slide the slide door rearward to disconnect the upper 
roller, the lower roller and the center roller from the 
rails, then remove the slide door. 


BO-20 
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— 
DISASSEMBLY OF SLIDE DOOR 
(See page BO-16) 

1. REMOVE INSIDE HANDLE 


Pull off the snap ring with a shop rag and remove the 
inside handle and plate. 


2. REMOVE DOOR LOCK KNOB BEZEL 
(a) Remove the screw. 
(b) Slide the bezel rearward to remove it. 


3. REMOVE DOOR TRIM ; 
(a) Remove two clips. 





(b) Insert the screwdriver between the door and the | 


door trim to pry out. | 
HINT: Tape the screwdriver tip before use. ] 
(c) Pull the trim upward to remove it. 


4. REMOVE DOOR LOCK KNOB 
Remove two screws and the door lock knob. 


5. REMOVE DOOR TRIM BASE BRACKET 
(a) Remove three screws and three brackets. 


(b) Using a clip remover, remove three screw 
grommets. 


6. REMOVE SERVICE HOLE COVER 





| sosse2 
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nose 


























BODY — Slide Door 


BO-21 





z 


REMOVE LOWER COVER 
Remove four screws and the cover. 


REMOVE DOOR LOCK REMOTE CONTROL 


(a) (w/ Power Door Lock) 
Disconnect the connectors. 


(b) (w/ Theft Deterrent System) 
Disconnect the connector. 


(c) Disconnect the link. 
(d) Remove three bolts and four screws. 
(e) Disconnect two cables. 


(f) Remove the door lock remote control through the 
service hole. 


REMOVE OUTSIDE HANDLE 


(a) (w/ Theft Deterrent System) 
Disconnect the connector. 


(b) Remove three screws and the outside handle with 
lock cylinder. 


(c) Disconnect the cable from the handle. 


REMOVE DOOR LOCK CYLINDER 
(a) Disconnect the link from the lock cylinder. 


(b) Remove the retainer and the lock cylinder from the 
outside handle. 


REMOVE DOOR LOCK 

(a) Remove three bolts. 

(b) Remove the door lock through the service hole. 
{c) Disconnect the cable from the door lock. 
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908327 





12. REMOVE CENTER ROLLER 
Remove two bolts and the center roller. 








05228 





13. REMOVE LOWER ROLLER 
Remove three bolts and the lower roller. 








808329 





14. REMOVE UPPER ROLLER 
Remove two bolts and the upper roller. 








808330 





15. REMOVE DOWN FEMALE STOPPER 
(w/ Power Door Lock) 


Remove two bolts and the stopper. 
(w/o Power Door Lock) 


(b) Remove the cushion. 











805392 





16. (w/ Power Door Lock) 
REMOVE CONTROL FEMALE JUNCTION 


(a) Remove two bolts and the junction. 
(b) Remove the cushion. 























6 Clips 








oss60 











(a) Remove four bolts and two stoppers. 


6 Clips 














Bosses 











(c) (w/Theft Deterrent System) 


Remove two screws and the junction. 


REMOVAL OF SLIDE DOOR RAIL 
(See page BO-17) 
1, REMOVE BACK DOOR SCUFF PLATE 
(a) Remove two screws. 
(b) Remove the scuff plate by pulling. 


2. REMOVE BACK DOOR WEATHERSTRIP 
Pull the weatherstrip to remove it. 


3. REMOVE SLIDE DOOR SCUFF PLATE 
(a) Remove five screws. 
(b) Remove the scuff plate by pulling. 


4. REMOVE SLIDE DOOR WEATHERSTRIP 
(a) Pull the weatherstrip to remove it. 
(b) Remove the cushion. 
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10. 


i. 


(w/ Rear No. 2 Seat Belts) 


REMOVE REAR NO. 2 SEAT BELT ANCHOR 
(a) Remove two bolts and the rear No. 2 seat. 


(See page BO-126) 


(b) Remove the bolt and the seat belt anchor. 


REMOVE QUARTER TRIM 
Pull the trim upward to remove it. 


REMOVE CENTER RAIL 
Remove five nuts and the center rail. 


REMOVE UPPER RAIL 
Remove six bolts and the upper rail. 
REMOVE DOOR NO. 2 WEATHERSTRIP 


REMOVE DOOR NO. 3 WEATHERSTRIP 
(a) Remove six clips. 
(b) Pull the weatherstrip to remove it. 


REMOVE DOWN MALE STOPPER 
(w/ Power Door Lock) 

Remove two bolts and the stopper. 
(w/o Power Door Lock) 


Remove four bolts, two clips and two stoppers. 
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12. 


BO-25 





(w/ Power Door Lock) 
REMOVE CONTROL MALE JUNCTION 


(a) Remove two bolts and the junction, 


disconnect the connector. 
(b) Remove the clip and the stopper. 


(c) (w/ Theft Deterrent System) 


then 


Remove two screws and the junction, then 


disconnect the connector. 


INSTALLATION OF SLIDE DOOR RAIL 
(See page BO-17) 


1. 


INSTALL DOWN MALE STOPPER 
(w/ Power Door Lock) 


Install the stopper with two bolts. 
{w/o Power Door Lock) 


Install two stoppers with four bolts and two clips. 


(w/ Power Door Lock) 
INSTALL CONTROL MALE JUNCTION 


(a) Connect the connector. 
(b) Install the junction with two bolts. 
(c) Install the stopper with the clip. 


(d) (w/ Theft Deterrent System) 
Connect the connector. 


(e) (w/ Theft Deterrent System) 


Install the junction with two screws. 
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3. 


INSTALL DOOR NO. 3 WEATHERSTRIP 
Install the weatherstrip with six clips. 


INSTALL DOOR NO. 2 WEATHERSTRIP AND UPPER: 


RAIL 


(a) Install the weatherstrip with the adhesive. 


(b) Install the upper rail with six bolts. 


INSTALL CENTER RAIL 
Install the center rail with five nuts. 


INSTALL QUARTER TRIM 
Install the trim from above. 


(w/ Rear No. 2 Seat Belts) 
INSTALL REAR NO. 2 SEAT BELT ANCHOR 


(a) Install the seat belt anchor with the bolt. 
Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 


(b) Install the rear No. 2 seat with two bolts. 


(See page BO-126) 
Torque: 39 N-m (400 kgf-cm, 29 ft-Ibf) 
INSTALL SLIDE DOOR WEATHERSTRIP 
(a) Install the weatherstrip. 


(b) Install the cushion. 


(_)) Seties 
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INSTALL SLIDE DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install five screws. 


INSTALL BACK DOOR WEATHERSTRIP 


INSTALL BACK DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install two screws. 


ASSEMBLY OF SLIDE DOOR 
(See page BO-16) 


% 


BEFORE INSTALLING PARTS, COAT THEM WITH MP 
GREASE 


Apply MP grease to the sliding surface of the door lock 
remote control. 


INSTALL DOWN FEMALE STOPPER 
(w/ Power Door Lock) 


Install the stopper with two bolts. 

{w/o Power Door Lock} 

{a) Install two stoppers with four bolts. 
{b) Install the cushion. 
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3. (w/ Power Door Lock) 
INSTALL CONTROL FEMALE JUNCTION 


(a) Install the junction with two bolts. 
(b) Install the cushion. 


(c) (w/ Theft Deterrent System) 
Install the junction with two screws. 


4. INSTALL UPPER ROLLER 
Install the upper roller with two bolts. 


5. INSTALL LOWER ROLLER 
Install the lower roller with three bolts. 


6. INSTALL CENTER ROLLER 
Install the center roller with two bolts. 
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7. 


11. 


INSTALL DOOR LOCK 
(a) Connect the cable to the door lock. 
(b) Install the door lock with three bolts. 


INSTALL DOOR LOCK CYLINDER 


(a) Install the lock cylinder with the retainer to the 
outside handle. 


(b) Connect the link to the lock cylinder. 


INSTALL OUTSIDE HANDLE 
(a) Connect the cable to the handle. 
(b) Install the handle with three screws. 


(c) (w/ Theft Deterrent System) 
Connect the connector. 


INSTALL DOOR LOCK CONTROL 


(a) Connect two cables to the door lock remote 
control. 


(b) Install the door lock remote control with three bolts 
and four screws. 


(c) Connect the link. 


(d) _(w/ Power Door Lock) 
Connect the connectors. 


(e) (w/ Theft Deterrent System) 
Connect the connector. 


INSTALL LOWER COVER 
Install the cover with four screws. 
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12. 


13. 


14, 


15. 


16. 


INSTALL DOOR TRIM BASE BRACKET 

(a) Install three screw grommets. 

(b) Install three brackets with three screws. 
INSTALL SERVICE HOLE COVER 

(a) Seal the service hole cover with adhesive. 


(b) Insert the lower edge of the service hole cover 
the panel slit. 


(c) Seal the panel slit with cotton tape. 
NOTICE: Do not block the trim clip sealing with 
tape. 


INSTALL DOOR LOCK KNOB 
Install the door lock knob with two screws. 


INSTALL DOOR TRIM i 


(a) Install the trim from above, tap the trim by hand 
and fix it in place with the clips. 


(b) Install two clips. 


INSTALL DOOR LOCK KNOB BEZEL 
(a) Slide the bezel forward to install it. 
(b) Install the screw. 


soszee 


BODY — Slide Door BO-31 





17. INSTALL INSIDE HANDLE 


Install the plate and the inside handle with the snap 
ring as shown. 








INSTALLATION OF SLIDE DOOR 
(See page BO-17) 
1. INSTALL SLIDE DOOR 


Slide the slide door forward to connect the center roller, 
the lower roller and the upper roller to the rails, and 
install the slide door. 











osare 





2. INSTALL CATCH SPRING 
Install the catch spring with the bolt. 











bosasa 
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3. INSTALL SLIDE RAIL END MOULDING 
Tap the end moulding to install it. 








4, ADJUST SLIDE DOOR 
(See pages BO-18 and 19) 


BODY — Back Door 





BODY — Back Door BO-33 





COMPONENTS (Cont'd) 























BO-32 
BACK DOOR 
COMPONENTS 
Door Hinge 
oe oe 
eo ee 
ae: a Spoiler 
?3 ° 
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Side Male Stopper id 
20 (200, 14) 
\ z , \ Wiper Arm 


| ee 
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Side Male Stopper 








Side Female Stopper 


o*  ey—— Door Lock Cylinder 












$ 
be a 
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| 
Combination Light 
oe License Plate Light 
ra 
Combination Light 
Back Door Damper Stay 
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Back Window Garnish 


Back Window Side Garnish 


Back Window Side Garnish 









Wiper Link 


Wiper Motor 







Door Lock Control 


High Mount Stop 
Light with Bracket 





Service Hole Cover 


Door Trim 


Back Door Scuff Plate 


Door Lock Striker 
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m (kgficm, ftlbf) | : Specified torque 
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BODY — Back Door | 


ADJUSTMENT OF BACK DOOR 


1 


ADJUST DOOR IN LEFT/RIGHT AND VERTIC; 
DIRECTIONS 


Loosen the door side hinge bolts to adjust. 


ADJUST DOOR IN FORWARD/REARWARD Al 
VERTICAL DIRECTIONS 


Loosen the body side hinge nuts to adjust. 


ADJUST SIDE FEMALE STOPPER 
(a) Loosen the stopper mounting bolts to adjust. 
(b) Using a plastic hammer, tap the striker to adjust 


ADJUST DOOR LOCK STRIKER 
(a) Remove two screws from the back door scuff pl 
(b) Remove the back door scuff plate by pulling. 


(c) Check that the door fit and door linkages a! 
adjusted correctly. 


(d) Loosen the striker mounting screws to adjust. 
(e) Using a plastic hammer, tap the striker to adjust it. 


4 





BODY — Back Door 
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DISASSEMBLY OF BACK DOOR 
(See pages BO-32 and 33) 
1. REMOVE WIPER ARM 
(a) Open the cover. 
(b) Remove the nut and the wiper arm. 
(c)_ Remove the nut and the wiper link washer. 


2. REMOVE BACK WINDOW GARNISH 


(a) Insert the screwdriver between the garnish and the 
panel to pry out. 


HINT: Tape the screwdriver tip before use. 
(b) Remove the garnish. 


3. REMOVE DOOR TRIM 
(a) Remove four clips. 
(b) Remove the trim by pulling. 


4. REMOVE BACK WINDOW SIDE GARNISH 


(a) Insert the screwdriver between the garnish and the 
panel to pry out. 


HINT: Tape the screwdriver tip before use. 
{b) Remove two garnishes. 


5. REMOVE REAR SPOILER 


(a) Remove four nuts. 
(b) Pull the spoiler upward to remove it. 


806357 














805380 











808361 











Bossez 














BODY — Back Door 


10. 


1. 


REMOVE SERVICE HOLE COVER 


REMOVE DOOR LOCK CONTROL 


(a) (w/ Power Door Lock) 
Disconnect the connector. 


(b) Remove four bolts. 
(ec) Disconnect the link. 
(d) Disconnect the cable. 


(e) Remove the door lock control through the service 
hole. 


REMOVE WIPER MOTOR AND WIPER LINK 

(a) Disconnect the connector. 

(b) Remove three bolts and the motor with the link. 
(c) Disconnect the link from the motor. 


REMOVE DOOR LOCK 
(a) Remove three bolts and the door lock. 
(b) Disconnect the cable from the door lock. 


REMOVE REAR COMBINATION LIGHT 


Remove four nuts and two combination lights, then 
disconnect the connectors. 


REMOVE LICENSE PLATE LIGHT 


Remove four nuts and the license plate light, then 
disconnect the connector. 
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Piston Rod 








Cylinder 






Hole Here 
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10-20 mm 
(0.39-0.99 in.) 





12. REMOVE DOOR LOCK CYLINDER 


Remove two screws and the lock cylinder from the 
combination light. 


13. REMOVE SIDE FEMALE AND MALE STOPPERS 
Remove four bolts and two stoppers. 


14, REMOVE BACK DOOR DAMPER STAY 
Remove four bolts and the damper stay. 


BACK DOOR DAMPER STAY 


NOTICE: Handling the damper. 
(a) Do not di mble the damper because the 
cylinder is filled with pressurized gas. 


(b) If the damper is to be replaced, drill a 2.0 — 3.0 
mm (0.079 — 0.118 in.) hole in the bottom of the 
removed damper cylinder to completely release 
the high-pressure gas before disposing of it. 

(c)_ When drilling, chips may fly out so work carefully. 

(4) The gas is colorless, odorless and non-toxic. 

{e) When working, handle the damper carefully. Never 
scofe of scratch the exposed part of the piston rod, 
and never allow paint or oil to get on it. 

(f) Do not turn the piston rod and cylinder with the 
damper fully extended. 
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BODY — Back Door 


ASSEMBLY OF BACK DOOR 
(See pages BO-32 and 33) 


oo 


2. 


3. 


BEFORE INSTALLING PARTS, COAT THEM MI 
GREASE 


Apply MP grease to the sliding surface of the door lock, 


INSTALL BACK DOOR DAMPER STAY 
Install the damper stay with four bolts. 


Install two stoppers with four bolts. 


INSTALL DOOR LOCK CYLINDER 


Install the lock cylinder with two screws to t 
combination light. 





INSTALL LICENSE PLATE LIGHT 

(a) Connect the connector. 

(b) Install the license plate light with four nuts. 
INSTALL REAR COMBINATION LIGHT 

(a) Connect the connectors. 

(b) Install two combination lights with four nuts. 


INSTALL SIDE FEMALE AND MALE STOPPERS | 
| 
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Cotton Tape: 


Ras 
tar 











—Panel 


Cover 





7. INSTALL DOOR Lock 
(a) Connect the cable to the door lock. 
(b) Install the door lock with three bolts. 


8. INSTALL WIPER MOTOR AND WIPER LINK 
(a) Connect the link to the motor, 
(b) Install the motor with three bolts, 
(c) Connect the connector. 


9. INSTALL DOOR LOCK CONTROL 
(a) Connect the cable. 
(b) Connect the link. 
(c) Install the door lock control with four bolts. 


(d) (w/ Power Door Lock) 
Connect the connector. 


10. INSTALL SERVICE HOLE COVER 
(a) Seal the service hole cover with adhesive. 


(b) Insert the lower edge of the cover into the panel 
slit. 


(c) Seal the panel slit with cotton tape. 


NOTICE: Do not block the trim clip sealing with the 
tape. 
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BODY — Back Door 
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12. 


14. 


15. 


16. 


INSTALL REAR SPOILER 
Install the spoiler with four nuts. 


INSTALL BACK WINDOW SIDE GARNISH 
‘Tap two garnishes to install them. 


INSTALL DOOR TRIM 
(a) Tap the trim to install it. 
(b) Install four clips. 


INSTALL BACK WINDOW GARNISH 
Tap the garnish to install it. 


INSTALL WIPER ARM 


(a) Install the wiper link washer with the nut. 


(b) Install the wiper arm with the nut. 
Torque: 20 N-m (200 kgf-cm, 14 ft-Ibf) 


ADJUST BACK DOOR 
(See page BO-34) 





BODY — Moulding (Windshield Moulding) 


MOULDING 


Windshield Moulding 
COMPONENTS 


BO-41 





205268 


Windshield Upper Moulding 








y) 

















Washer Hose 








Windshield Lower Moulding 
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id Moulding) BODY — Moulding (Windshield Moulding) BO-43 














REMOVAL OF WINDSHIELD MOULDING 
(See page BO-41) 


1. REMOVE WIPER ARMS 
(a) Remove two caps. 
(b) 


Disconnect two washer hoses. 


ln 
e 
Nor (c)_ Remove three nuts and two wiper arms. 


2. REMOVE WINDSHIELD LOWER MOULDING 


INSTALLATION OF WINDSHIELD MOULDING 
(See page BO-41) 
1. INSTALL WINDSHIELD UPPER MOULDING 

Tap the moulding to install it. 


1805400 














2. INSTALL WINDSHIELD LOWER MOULDING 




















2Clips 2Cii 
(a) Open the hood. a {a) Open the hood. 
(b) Using a screwdriver, pry loose the clips. ow {b) Install the both sides of the moulding. 
HINT: Tape the screwdriver tip before use. Z = ee. (c) Tap the moulding to install it 
{c) Pull the center of the moulding forward to rer 5 ——— 
it. 
6 Clips 
00401 soso 
3. REMOVE WINDSHIELD UPPER MOULDING 3. INSTALL WIPER ARMS 
{a) Insert the tip of a scraper between the moul (a) Install two wiper arms with three nuts. 


and the panel to pry out. 


HINT: Tape scraper tip before use. 2 (b) Connect two washer hoses. 
(b) Pull the moulding to remove it. : {c) Install two caps. 











805402 











REPLACEMENT OF FASTENER 
1. REMOVE FASTENER 


= Fastener ‘ 
i} (a) Remove the damaged fastener. ] 
(b) Using a knife, cut off the adhesive around 
Y . fastener installation area, 
5 NOTICE: Do not damage the body with the knife. 
3 (c) Clean the installation area. 


2. INSTALL NEW FASTENER 
{a) Lift the fastener release sheet from face of the 
fastener. 
NOTICE: When the fastener release sheet is removed. 
be sure that no dirt or dust can get onto the un i 
area. 


(b) Install the new fastener. 
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BODY — Moulding (Roof Drip Side Finish Moulding) 


(w/o Dual Moon Roof) 
Roof Drip Side Finish Mounding 
COMPONENTS 
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Roof Drip Side Finish Moulding 





Roof Drip Side Finish Moulding Clip 












Moulding _ 
Remover 







Screwdriver 
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REMOVAL OF ROOF DRIP SIDE FINISH 
MOULDING 
REMOVE ROOF DRIP SIDE FINISH MOULDING 

(a) Apply a tap to the body side along the moulding. 


(b) Using a screwdriver and moulding remover, slide 
out the moulding to the forward. 


REPLACEMENT OF ROOF DRIP SIDE FINISH 
MOULDING CLIP 


REPLACE ROOF DRIP SIDE FINISH MOULDING 
(a) Clean the moulding mounting surface with cleaner. 
(b) Using a heat light, heart the body and clips. 


HINT: 
Body 40 ~ 60°C (104 - 140°F) 
Clip 20 - 30°C (68 - 86°F) 
{c) Install the clip to the body. 


BODY — Moulding (Roof Drip Side Finish Moulding) 

















BO-45 


INSTALLATION OF ROOF DRIP SIDE FINISH 
MOUNDING 
INSTALL ROOF DRIP SIDE FINISH MOULDING 

(a) Insert the front tip of the moulding to the retainer. 


(b) Align the position of the clips and tap the moulding 
by hand. 


BODY — Moulding (Side Mud Guard) BO-47 


2. REMOVE SIDE MUD GUARD RETAINER 


Remove six screws and three retainers from the quarter 
Panel mud guard. 


















































BO-46 BODY — Moulding (Side Mud Guard) 
Side Mud Guard 
(Driver's Side) 
COMPONENTS 
rit (w/ Power Window) 
Door Trim Lower Cover 2 ray Peter incom ance 
—Door Trim Board 
Front Door Mud 
Guard 
o 























Fender Panel Mud Guard 


0310 


Quarter Panel Mud Guard 


Front Door Lower 
Mud Guard 














3. REMOVE FRONT DOOR MUD GUARD 
(a) Remove following parts: 
(See steps 1 and 3 to 5 on page BO-8) 
* (w/o Power Window) 
Regulator handle 
(w/ Power Window) 
Power window switch 
Door trim board 
* Door trim lower cover 





12Clips 








Adhesive 


(b) Remove service hole cover No. 2. 
(c) Remove the bolt. 


(d)_ Using the moulding remover, pry loose the clips. 
(e) Pull off the mud guard by cutting the adhesive with 
| a knife. 
(f) Scrape off adhesive from the body with a cutter of 
sandpaper. 
(g) If the clip remains on body, turn the clip, then pull 
it out. 














REMOVAL OF SIDE MUD GUARD 


hy ENE 1. REMOVE QUARTER PANEL MUD GUARD 
(a) Remove three screws. 
(b) Using a moulding remover, remove the mud guard. 


{c) If the clip remains on body, turn the clip, then pull 
it out. 











4. REMOVE FRONT DOOR LOWER MUD GUARD 
(a) Remove the screw. 
(b) Remove the mud guard by pulling. 





BO-48 BODY — Moulding (Side Mud Guard) BODY — Moulding (Side Mud Guard) BO-49 
—— = : 












REMOVE FENDER PANEL MUD GUARD 
(a) Remove three screws. 


5. INSTALL QUARTER PANEL MUD GUARD 


14 Clips 
(a) Tap the mud guard to install it. 


a (b) Remove the moulding by pulling. (b) Install three screws. 
- {c) If the clip remains on body, turn the clip, then 
= it out. 


INSTALLATION OF SIDE MUD GUARD 
— | (See page BO-46) 
1. INSTALL FENDER PANEL MUD GUARD 
(a) Tap the mud guard to install it. 
{b) Install three screws. 
2. INSTALL FRONT DOOR LOWER MUD GUARD 
(a) Tap the mud guard to install it. 
(b) Install the screw. 
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4 Clips 











3. INSTALL FRONT DOOR MUD GUARD 
(a) Lift the mud guard release sheet. 
(b) Tap the mud guard to install it. 









Adhesive 


sosar2 








(c) Install the bolt. 
(d) Seal the service hole cover No. 2 with adhesive. 
(e) Install following parts: 
(See steps 19 to 21 and 23 on page BO-14) 
* Door trim lower cover 
* Door trim board 
(w/ Power Window) | 
Power window switch 
* (w/o Power Window) | 
Regulator handle ] 








Bossi 








4, INSTALL SIDE MUD GUARD RETAINER } 
Install the retainer with six screws to the quarter panel 
mud guard. 

| 

8 | 
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Side Mud Guard 


(Passenger's Side) 
COMPONENTS 


BODY — Moulding (Side Mud Guard) 





(b) Remove the bolt. 
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Door Trim 






Inside Handle 
f 


Door Lock Knob 
Bezel 
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(a) 
(b) 
(c) 





Using the moulding remover, pry loose the clips. 


Pull of the mud guard by cutting the adhesive with 
a knife. 

Scrape off adhesive from the body with a cutter of 
a sandpaper. 


If the clip remains on body, turn the clip, then pull 
it out, 


2. REMOVE QUARTER PANEL REAR MUD GUARD 


Remove two screws. 
Remove the moulding by pulling. 
If the clip remains on body, turn the clip, then pull 








Slide Door Lower Mud Guard 
Quarter Parte! Rear Mud Guard 
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REMOVAL OF SIDE MUD GUARD 


1. REMOVE SLIDE DOOR MUD GUARD 
(a) Remove following parts: 
(See steps 1 to 3 and 7 on pages BO-20 to 21) 
« Inside handle 
* Door lock knob bezel 
Door trim 
+ Lower cover 





it out. 














3. REMOVE SLIDE DOOR LOWER MUD GUARD 
(a) Remove the screw. 
(b) Remove the mud guard by pulling. 





4. REMOVE FRONT DOOR MUD GUARD 
(See step 3 on page BO-47) 

5. REMOVE FRONT DOOR LOWER MUD GUARD 
(See step 4 on page BO-47) 

6. REMOVE FENDER PANEL MUD GUARD 
(See step 5 on page BO-48) 


BODY — Moulding (Side Mud Guard) 





INSTALLATION OF SIDE MUD GUARD 

(See page BO-50) 

1. INSTALL FENDER PANEL MUD GUARD 
(See step 1 on page BO-48) 
































2. INSTALL FRONT DOOR LOWER MUD GUARD 
(See step 2 on page BO-48) 
3. INSTALL FRONT DOOR MUD GUARD 
(See step 3 on page BO-48) 
4. INSTALL SLIDE DOOR LOWER MUD GUARD 
(a) Tap the mud guard to install it. 
(b) Install the screw. 
‘ 
205819 
5. INSTALL QUARTER PANEL REAR MUD GUARD 
(a) Tap the mud guard to install it. 
(b) Install two screws. 
805618 
10 Cli 6. INSTALL SLIDE DOOR MUD GUARD 
a (a) Lift the mud guard release sheet. 
(b) Tap the mud guard to install it. 
Noao1a 
(c) Install the bolt. 
{d) Install following parts: 
(See steps 11 and 15 to 17 on pages BO-29 to 31) 
* Lower cover 
* Door trim 
* Door lock knob bezel 
« Inside handle 
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WINDSHIELD 
PREPARE ITEMS LISTED 





Part 


name and No. Contents of set 


__ Quantity 











Adhesive set 


08850-00070 Hardening agnet 75 g (2.65 oz.) 
{0-15°C or 32-59°F) | Priemr G (for glass) 20 g (0.71 02.) 
08850-00080 Primer M (for body) 20 g (0.71 oz.) ‘ 
(15-35°C or 59-95°F) Sponge (for applying primer) 
08850-00090 Piano 6 mm dia. x 1m (0.024 x 39.37 in.) 
(35-45°C or 95-113°F) Cartridge 
Dam kit Toam 
04562-28020 





(08833-00030 or 








| Main agnet 500 g (17.64 oz.) 











Sealant gun (for applying adhesive) 
| Glass or steel sheet (for mixing adhesive) | 
| Putty spatula (for mixing adhesive and correcting adhered | 

parts) | 
|_Sleaner (for cleaning adhering surface) 


| Double-stick tape (for sticking on dam) 








. 
equivalent) | 


















































































































SPORE 1, CHOOSE SUITABLE ADHESIVE SET 
temperature Use an adhesive set suitable for the ambient 
0- 18°C temperature. 
(32 - 59°F) 
15 - 35°C 
(59 - 95°F) 
6-0 Wow Windshield glass 
(95~113°F) | 98850-00090 set 
ak 2. CHECK ADHESIVE USABLE TIME 
90 - ~ After the mixing main and hardening agents, finish 
rs No'i8 No 36 No as 4 glass installation within the specified time as shown. 
iy Example: For glass installation in an ambient 
5 60 temperature of 25°C (77°F), apply adhesive set No.35 
| 3 within 45 minutes. 
3 mI 
| ASS: +t | 
10 20 30 40°C) 
oui’ Ambient Temperature 
Ty 3. CHECK ADHESIVE HARDENING TIME 
600 After main and hardening agents are mixed, leak tests 
should be made only after the hardening time has 
A elapsed. 
‘S. 300 Example: The hardening time for adhesive set No.35 
§ with an ambient temperature of 25°C (77°F) is 2.5 hours. 
& = NOTICE: Do not drive the vehicle until at least double 
~ the hardening time has elapsed. 
10 20 30 40°C) 
a0 Ambient Temperature 















BO-54 BODY — Windshield 
COMPONENTS 
Inner Rear View Mirror 
Sunvisor Sunvisor 
Windshield Upper Moulding 
Assist Grip . 
GP 
‘ Assist Grip 
Front Pillar ry a 4 7. 
Garnish a | 
* | Front Pillar 
Holder Garnish 
70 
[70 Windshield Glass Seal 
Washer Hose 
Windshield Lower Moulding 
oaeat 








REMOVAL OF WINDSHIELD 


1. REMOVE INNER REAR VIEW MIRROR 
(a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


(b) Remove three screws and the mirror, 
disconnect the connector. 


2. REMOVE SUNVISORS AND HOLDERS 


then 
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BODY — Windshield BO-55 


3. REMOVE ASSIST GRIPS 
(a) 
(b) 


Remove the covers, 
Remove the screws and assist grips. 


4. REMOVE FRONT PILLAR GARNISH 
Remove the garnish by pulling. 


5. REMOVE SIDE DEFROSTER NOZZLE 
Pull the rear edge of the nozzle upward to remove it. 


6. REMOVE WIPER ARMS 
(a) Remove two caps. 
(b) Disconnect two washer hoses. 
(c) Remove three nuts and two wiper arms. 


7. REMOVE WINDSHIELD MOULDINGS 
(See steps 2 and 3 on page BO-41) 


8. PULL DOWN DOOR WEATHERSTRIP 
Pull down the upper side of the door weatherstrip. 
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. Piano Wire 














BODY — Windshield 





9. PULL DOWN ROOF HEADLINING 
Pull down the front side of the roof headlining 
NOTICE: Do not damage the roof headlining. 


10. REMOVE WINDSHIELD UPPER MOULDING 


11. REMOVE WINDSHIELD GLASS : 
(a) Push piano wire through from the interior. : 
(b) Tie both wire ends to a wooden block or like object, 


HINT: Apply adhesive tape to the outer surface to 
keep the surface from being scratched. 


NOTICE: When separating the glass, take care not to 
damage the paint and interior and exterior ornaments. 
To prevent scratching the safety pad when removing 
the windshield, place a plastic sheet between the piano 
wire and safety pad. 


(c) Cut the adhesive by pulling the piano wire around 
it. 


(d) Remove the glass. 


NOTICE: Leave as much of the adhesive on the body 
as possible when cutting off the glass. 





INSTALLATION OF WINDSHIELD 
(See page BO-54) 
1. CLEAN AND SHAPE CONTACT SURFACE OF BODY 
(a) Using a knife, cut away any rough areas on the 
body. 
HINT: Leave as much of the adhesive on the body aS 
possible. 
(b) Clean the cutting surface of the adhesive with 8 
piece of shop rag saturated in cleaner. 
HINT: Even if all the adhesive has been removed, 
clean the body. 
2. REPLACEMENT OF FASTENER 
(See steps 1 to 2 on page BO-42) 
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Windshield BO-57 


CLEAN REMOVED GLASS BEFORE INSTALLATION 


(a) Using a scraper, remove the adhesive sticking to 
the glass. 


{b) Clean the glass with cleaner. 
NOTICE: Do not touch the glass after cleaning it. 


POSITION GLASS 
{a) Place glass in correct position. 


(b) Check that all contacting parts of the glass rim are 
perfectly even and do not make contact with the 
fasteners. 


(c) Place reference marks between the glass and body. 
(d) Remove the glass. 


CLEAN CONTACT SURFACE OF GLASS 


Using a cleaner, clean the contact surface black-colored 
area around the entire glass rim. 


NOTICE: Do not touch the glass face after cleaning it. 





INSTALL DAM 

Install the dam with double-stick tape as shown in the 
drawing. 

NOTICE: Do not touch the glass face after cleaning it. 


COAT CONTACT SURFACE OF BODY WITH PRIMER 
“wn 


Using a brush, coat the contact surface on the body 
with Primer M. 

NOTICE: 

+ Let the Primer coating dry for 10 minutes or more. 
Make sure that the installation of the glass is 
finished within 2 hours. 

Use care not to | any part of the contact surfa 
uncoated or excessively coated, as Primer M and G 
serve to boost the adhesive power of the urethane to 
the glass or body. 

Do not keep and of the opened Primer M and G for 
potas 
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BODY — Windshield 


10. 


COAT CONTACT SURFACE OF GLASS WITH PRIMER 
“Gg 


(a) Using a brush or sponge, coat the edge of the glass 
and the contact surface with Primer G. 
(b) Before the Primer dries, wipe it off with a clean 


cloth. 


NOTICE: Be sure that inst: 
finished within 70 minutes. 





ion of the glass is 


MIX ADHESIVE COATING 

NOTICE: 

+ Be sure that installation of the glass is finished 
within usable time. (See step 2 on page BO-53) 

* The mixture should be made in 5 minutes or less. 

(a) Thoroughly clean the glass plate and putty spatula 

with solvent. 

Thoroughly mix 500 g (17.64 02.) of the main agent 

and 75 g (2.65 oz.) of the hardening agent on a 

glass plate or like object with a putty spatula. 





(b) 


APPLY ADHESIVE 


(a) Cut off the tip of the cartridge nozzle to make a 
hole 5 mm (0.20 in.) in diameter. Fill the cartridge 


with adhesiv. 
Load the cartridge into the sealer gun. 
Coat the glass with adhesive on all contact 
surfaces along the ridge. 
Adhesive height: 
If adhesive remains on body 
3.5 — 5.0 mm (0.138 — 0.197 in.) 
If no adhesive remains on body 
8 — 10 mm (0.31 — 0.39 in.) 
INSTALL SPACER 
Using adhesive, install two spacers to the glass. 


HINT: Fit the spacers into the cut-out portion in the 
ceramic. 








(b) 
(c) 





INSTALL GLASS 


HINT: Confirm that the dam is attached the body 
panel as shown in the drawing. 


9022) 











BODY — Windshield 





BO-59 











Not) 








osase 




















13, 


16. 


{a) Position the glass so that the reference marks are 


lined up, and press in gently along the rim. 


{b) Using a spatula, apply adhesive on the glass rim. 

(c) Use a spatula to remove any excess or protruding 
adhesive. 

(4) Fasten glass securely until the adhesive sets. 


INSPECT FOR LEAKS AND REPAIR 


(a) Perform a leak test after the hardening time has 
elapsed. 


(b) Seal any leaks with auto glass sealer. 
Part No.08833-00030 or equivalent 





INSTALL DOOR WEATHERSTRIP 
Install the upper side of the door weatherstri 


INSTALL WINDSHIELD MOULDINGS 
(See steps 1 to 2 on page BO-43) 





INSTALL WIPER ARMS 


{a) Install two wiper arms with three nuts. 
(b) Connect two washer hoses. 
(c) Install two caps. 


INSTALL FOLLOWING PARTS: 


(a) Side defroster nozzle 
(b) Front pillar garnish 
(c) Sunvisors and holders 
(d) Inner rear view mirror 
(e) Assist grips 


BO-60 


BODY — Front Side Fix Window Glass 


BODY — Front Side Fix Window Glass 


BO-61 





FRONT SIDE FIX WINDOW GLASS 
PREPARE ITEMS LISTED 

(See page BO-52) 

COMPONENTS 





Noa01? 





Side Defroster Nozzle 





Front Side Fix Window Glass 

















0296s 





Cos 


2 Clips 











REMOVAL OF FRONT SIDE FIX WINDOW GLASS 


1, REMOVE ASSIST GRIP 
(a) Remove the two covers. 
(b) Remove the two screws and the assist grip. 


2. REMOVE FRONT PILLAR GARNISH 
Remove the garnish by pulling. 


Cod 








Adhesive - 








REMOVE SIDE DEFROSTER NOZZLE 

Pull the rear edge of the nozzle upward to remove it. 
REMOVE FRONT SIDE FIX WINDOW GLASS 
Remove the glass in the same manner as windshield. 
(See step 9 on page BO-56) 


REMOVE FASTENER 
Pull four fasteners to remove it. 


INSTALLATION OF FRONT SIDE FIX WINDOW 
GLASS 


(See page BO-60) 


°F 


2. 


CLEAN AND SHAPE CONTACT SURFACE OF BODY 
(See step 1 on page BO-56) 

CLEAN REMOVED GLASS BEFORE INSTALLATION 
(See step 3 on page BO-56) 

CLEAN CONTACT SURFACE OF GLASS 

(See step 5 on page BO-57) 

INSTALL FASTENER 

Push four fasteners to install it. 

COAT CONTACT SURFACE OF BODY WITH PRIMER 
“me 


(See step 7 on page BO-57) 
COAT CONTACT SURFACE OF GLASS WITH PRIMER 
*o" 
(See step 8 on page BO-57) 
MIX ADHESIVE COATING 
(See step 9 on page BO-57) 
APPLY ADHESIVE 
(a) Cut off the tip of the cartridge nozzle to make a 
hole 5 mm (0.20 in.) in diameter. Fill the cartridge 
with adhesive. 
(b) Load the cartridge into the sealer gun. 
(c) Coat the glass with adhesive on all contact 
surfaces. 
Adhesive height: 
If adhesive remains on body 
3.5 — 5.0 mm (0.138 — 0.197 in.) 
If no adhesive remains on body 
8 — 10 mm (0.31 — 39. in) 








Bo-62 





= pli ee | Side Fix Window Glass 


9. INSTALL GLASS 
(a) Position the glass so that the reference marks 
lined up, and press in gently along the rim. 


(b) Using a spatula, apply adhesive on the glass rim, 


(c) Use a spatula to remove any excess or protrudi 
adhesive. 


(d) Fasten glass securely until the adhesive sets. 


(See step 13 on page BO-59) 
11. INSTALL FOLLOWING PARTS: 
(a) Side defroster nozzle 
(b) Front pillar garnish | 
(c) Assist grip | 


10. INSPECT FOR LEAKS AND REPAIR 


| 


BODY — Side Window Glass (Slide Door Window Glass) 


BO-63 


SIDE WINDOW GLASS 


Slide Door Window Glass 
COMPONENTS 





Weatherstrip 


Slide Door Garnish 


Inside Handle 


Retainer 


Plate \ | 





Lock Knob Bezel 





805201 





Door Trim 


Slide Door Glass 











~@ 23 


Window Lock 


Door Frame Upper Garnish 





Door Frame Garnish 








REMOVAL OF SLIDE DOOR WINDOW GLASS 


1. 


REMOVE FOLLOWING PARTS: 
(See steps 1 to 3 on page BO-19) 


(a) Inside handle 
(b) Lock knob bezel 
(c) Door trim 


BO-64 BODY — Side Window Glass (Slide Door Window Glass) 



































805378 
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805379 











BODY — Side Window Glass (Slide Door Window Glass) BO-65 





2. REMOVE SLIDE DOOR GARNISH 
Remove the garnish by pulling. 


3. REMOVE DOOR FRAME GARNISH 
Remove the garnish by pulling. 


4. REMOVE DOOR FRAME UPPER GARNISH 


Remove the garnish by pulling. 


5. REMOVE GARNISH BRACKET 


(a) Remove eight screws and four brackets. 


(b) Pull the bracket to remove it. 


6. REMOVE WINDOW LOCK 
(a) Remove two screws. 


05381 


















































(b) Remove the screw and the window lock from the 
glass. 


7. REMOVE SLIDE DOOR GLASS 
Remove two nuts and the glass. 


8. REMOVE WEATHERSTRIP 
Pull the weatherstrip to remove it. 
INSTALLATION OF SLIDE DOOR WINDOW GLASS 
(See page BO-63) 
1. INSTALL WEATHERSTRIP 


2. INSTALL SLIDE DOOR GLASS 
Install the glass with two nuts. 


3. INSTALL WINDOW LOCK 
(a) Install the window lock with the screw to the glass. 


BO-66 BODY — Side Window Glass (Slide Door Window Glass) 





(b) Install two screws. 





805379 








4. INSTALL GARNISH BRACKET 








_— = —s_\ (a) Install four brackets with eight screws. 
€ i b rw o\\ A (b) Push the bracket to install it. 
\\ ~\\\ 
\\ vo 
\\ ay 
\\ ~))) 
NN = 
805378 ; 
" - 5. INSTALL DOOR FRAME UPPER GARNISH 
q ___@C Tap the garnish to install it. 





\ se \ 
805377 2 Clips 








6. INSTALL DOOR FRAME GARNISH 
Tap the garnish to install it. 





805376 








= 7. INSTALL SLIDE DOOR GARNISH 
y Tap the garnish to install it. 
8. INSTALL FOLLOWING PARTS: 
(See steps 15 to 17 on pages BO-30 to 31) 
(a) Door trim 
(b) Lock knob bezel 
(c) Inside handle 











805375 XS 





BODY — Side Window Glass (Front Side Window Glass) BO-67 





Front Side Window Glass 
COMPONENTS 





Weatherstrip 


Front Side Window Glass 





Window Lock 


Quarter Pillar Garnish 







Center Pillar Upper Garnish 


Rear No. 1 Seat Belt Anchor 


(w/ Rear No. 2 Seat Belts) 
v Rear No. 2 Seat Belt Anchor 
' 
1 


Back Door Scuff Plate ' 











BO-68 BODY — Side Window Glass (Front Side Window Glass) 





REMOVAL OF FRONT SIDE WINDOW GLASS 
(See page BO-67) 
1. REMOVE BACK DOOR SCUFF PLATE 

(a) Remove two screws. 

(b) Remove the scuff plate by pulling. 


6 Clips 





805333 








fF - 2. REMOVE BACK DOOR WEATHERSTRIP 
- \ Pull the weatherstrip to remove it. 











5 Clips 3. REMOVE FRONT DOOR SCUFF PLATE 
(a) Remove three screws. 
{b) Remove the scuff plate by pulling. 








4. REMOVE FRONT DOOR WEATHERSTRIP 
Pull the weatherstrip to remove it. 





805559 








5. (w/ Rear No. 2 Seat Belts) 
REMOVE REAR NO. 2 SEAT BELT ANCHOR 


(a) Remove two bolts and the rear No. 2 seat. 
(See page BO-128) 
(b) Remove the bolt and the seat belt anchor. 
6. REMOVE QUARTER TRIM 
{a) Remove two caps. 
(b) Remove two bolts. 
(c) Pull the trim upward to remove it. 

















BODY — Side Window Glass (Front Side Window Glass) BO-69 





7. REMOVE SEAT BELT SHOULDER ANCHOR 


(a) Using a screwdriver, open the front seat belt 
shoulder anchor cover and the rear No. 1 seat belt 
shoulder anchor cover. 


HINT: Tape the screwdriver tip before use. 





905385 








(b) Loosen the bolt and remove the front seat belt 
shoulder anchor. 

(c) Loosen the bolt and remove the rear No. 1 seat 
belt shoulder anchor. 





NO3014 








8. REMOVE CENTER PILLAR UPPER GARNISH 
(a) Remove two screws. 
(b) Remove the garnish by pulling. 





805388 ——~ 








9. REMOVE QUARTER PILLAR GARNISH 
Remove the garnish by pulling. 





[Bosses 








10. REMOVE WINDOW LOCK 
(a) Remove two screws. 











BOS3g0 





BO-70 


BODY — Side Window Glass (Front Side Window Glass) 





805382 

















805391 

















805391 











BOsze2 














(b) Remove the screw and the window lock from the 
glass. 


11. REMOVE FRONT SIDE WINDOW GLASS 
Remove two nuts and the glass. 


12. REMOVE WEATHERSTRIP 
Pull the weatherstrip to remove it. 
INSTALLATION OF FRONT SIDE WINDOW GLASS 
(See page BO-67) 
1. INSTALL WEATHERSTRIP 


2. INSTALL FRONT SIDE WINDOW GLASS 
Install the glass with two nuts. 


3. INSTALL WINDOW LOCK 
(a) Install the window lock with the screw to the glass. 


BODY — Side Window Glass (Front Side Window Glass) 





905380 











2 Clips 


805389 












1Clip 


805388 






2 Clips 
1Clip 














| ya 


805387 














805559 








4. 


BO-71 


(b) Install two screws. 


INSTALL QUARTER PILLAR GARNISH 
Tap the garnish to install it. 


INSTALL CENTER PILLAR UPPER GARNISH 
(a) Tap the garnish to install it. 

(b) Install two screws. 

INSTALL SEAT BELT SHOULDER ANCHOR 


(a) Install the rear No. 1 seat belt shoulder anchor 
with the bolt. 


42 N-m (430 kgf-cm, 31 ft-Ibf) 


Install the front seat belt shoulder anchor with the 
bolt. 


Torque: 


Torque: 
(b) 


42 N-m (430 kgf-cm, 31 ft-Ibf) 
INSTALL QUARTER TRIM 


(a) Install the trim from above. 
(b) Install two bolts. 
(c) Install two caps. 


(w/ Rear No. 2 Seat Belts) 
INSTALL REAR NO. 2 SEAT BELT ANCHOR 


(a) Install the seat belt anchor with the bolt. 

Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 

(b) Install the rear No. 2 seat with two bolts. 
(See page BO-126) 

Torque: 39 N-m (400 kgf-cm, 29 ft-Ibf) 

INSTALL FRONT DOOR WEATHERSTRIP 


BO-72 BODY — Side Window Glass (Front Side Window Glass) 














805560 | 

















805333 








10. INSTALL FRONT DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install three screws. 


11. INSTALL BACK DOOR WEATHERSTRIP 


12. INSTALL BACK DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install two screws. 


BODY — Side Window Glass (Rear Side Window Glass) BO-73 


Rear Side Window Glass 


(Driver's Side) 
COMPONENTS 





Rear Side Window Glass 


Weatherstrip 





Window Lock 


(w/ Rear No. 2 Seat Belts) 
Seat Belt Shoulder Anchor 










Quarter Pillar Garnish 


Rear Pillar Garnish / / Seat Belt Shoulder 
Anchor 


Quarter Trim 


Rear No. 1 Seat Belt Anchor 





Y _ (w/ Rear No. 2 Seat Belts) 
: Rear No. 2 Seat Belt Anchor 
' 


Back Door Scuff Plate 








[B0s305 





BO-74 


BODY — Side Window Glass (Rear Side Window Glass) 





805385 








No3014 











805389 














805390, 











REMOVAL OF REAR SIDE WINDOW GLASS 
(See page BO-73) 


t. 


4. 


REMOVE FOLLOWING PARTS: 
(See steps 1 to 6 on page BO-68) 


(a) Back door scuff plate and weatherstrip 
(b) Front door scuff plate and weatherstrip 


(c) (w/ Rear No. 2 Seat Belts) | 
Rear No. 2 seat belt anchor | 


(d) Quarter trim 


REMOVE SEAT BELT SHOULDER ANCHOR 


| 
| 
(a) Using a screwdriver, open the rear No. 1 seat belt 

shoulder anchor cover. | 


HINT: Tape the screwdriver tip before use. 


(b) (w/ Rear No. 2 Seat Belts) 
Using a screwdriver, open the rear No. 2 seat bel 


shoulder anchor cover. 
HINT: Tape the screwdriver tip before use. 


(c) Loosen the bolt and remove the rear No.1 seat 
belt shoulder anchor. | 


(d) (w/ Rear No. 2 Seat Belts) 
Loosen the bolt and remove the rear No. 2 se 
belt shoulder anchor. j 


REMOVE QUARTER PILLAR GARNISH 
Remove the garnish by pulling. 


REMOVE REAR PILLAR GARNISH 
Remove the garnish by pulling. 


BODY — Side Window Glass (Rear Side Window Glass) 





805380 


&. 








805382 














805393 











Bos394 




















805393 











7 


2 


REMOVE WINDOW LOCK 
(a) Remove two screws. 


BO-75 


(b) Remove the screw and the window lock from the 


glass. 


REMOVE REAR SIDE WINDOW GLASS 
Remove two nuts and the glass. 


REMOVE WEATHERSTRIP 
Pull the weatherstrip to remove it. 


INSTALL WEATHERSTRIP 


INSTALL REAR SIDE WINDOW GLASS 
Install the glass with two nuts. 


INSTALLATION OF REAR SIDE WINDOW GLASS 
(See page BO-73) 
1. 


BO-76 


BODY — Side Window Glass (Rear Side Window Glass) 





805382 





3. INSTALL WINDOW LOCK 
(a) Install the window lock with the screw to the glass, 








805380 





(b) Install two screws. 








3 Clips 


4. INSTALL REAR PILLAR GARNISH 
Tap the garnish to install it. 








aOs3e9 








5. INSTALL QUARTER PILLAR GARNISH 
Tap the garnish to install it. 
6. INSTALL SEAT BELT SHOULDER ANCHOR 


(a) (w/ Rear No. 2 Seat Belts) 
Install the rear No. 2 seat belt shoulder anchor 
with the bolt. 

Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 


(b) Install the rear No. 1 seat belt shoulder anchor 
with the bolt. 








Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 
7. INSTALL FOLLOWING PARTS: 
(See steps 7 to 12 on pages BO-71 to 72) 


(a) Quarter trim 


(b) (w/ Rear No. 2 Seat Belts) 
Rear No. 2 seat belt anchor 


Torque: 41 N.m (430 kgf-cm, 31 ft-Ibf) 
(c) Front door weatherstrip and scuff plate 
(d) Back door weatherstrip and scuff plate 





BODY — Side Window Glass (Rear Side Window Glass) BO-77 


Rear Side Window Glass 


(Passenger's Side) 
COMPONENTS 





Rear Side Window Glass 


Weatherstrip 





Window Bracket 


(w/ Rear No. 2 Seat Belts) 


Opera bilerGemnish Seat Belt Shoulder Anchor 






Seat Belt 
Shoulder Anchor 


Rear Pillar Garnish 


(w/ Rear No. 2 Seat Belts) 
Rear No. 2 Seat Belt Anchor 


Back Door Scuff Plate 





cl 
105306 1 





BO-78 BODY — Side Window Glass (Rear Side Window Glass) 








805385 











No3014 











805395 








1Clip 





808396 2 = 











4. 


REMOVAL OF REAR SIDE WINDOW GLASS 
(See page BO-77) 
iS 


REMOVE FOLLOWING PARTS: 

(See steps 1 to 6 on pages BO-23 to 24) 
(a) Back door scuff plate and weatherstrip 
(b) Slide door scuff plate and weatherstrip 


(c) (w/ Rear No. 2 Seat Belts) 
Rear No. 2 seat belt anchor 


(d) Quarter trim 


REMOVE SEAT BELT SHOULDER ANCHOR 


(a) Using a screwdriver, open the rear No. 1 seat belt 


shoulder anchor cover. 
HINT: Tape the screwdriver tip before use. 
(b) (w/ Rear No. 2 Seat Belts) 


Using a screwdriver, open the rear No. 2 seat belt 


shoulder anchor cover. 
HINT: Tape the screwdriver tip before use. 





(c) Loosen the bolt and the rear No.1 seat belt 


shoulder anchor. 
(d) (w/ Rear No. 2 Seat Belts) 


Loosen the bolt and the rear No.2 seat belt 


shoulder anchor. 


REMOVE QUARTER PILLAR GARNISH 
Remove the garnish by pulling. 


REMOVE REAR PILLAR GARNISH 
Remove the garnish by pulling. 


BODY — Side Window Glass (Rear Side Window Glass) BO-79 








805397 











805398 














805399 




















05398 














[205397 








5. REMOVE WINDOW BRACKET 
Remove two screws and the bracket. 


6. REMOVE REAR SIDE WINDOW GLASS 
Remove two nuts and the glass. 


7. REMOVE WEATHERSTRIP 

Pull the weatherstrip to remove it. 
INSTALLATION OF REAR SIDE WINDOW GLASS 
(See page BO-77) 
1. INSTALL WEATHERSTRIP 


2. INSTALL REAR SIDE WINDOW GLASS 
Install the glass with two nuts. 


3. INSTALL WINDOW BRACKET 
install the bracket with two screws. 


BO-80 BODY — Side Window Glass (Rear Side Window Glass) 





4. INSTALL REAR PILLAR GARNISH 
Tap the garnish to install it. 





805396 








5. INSTALL QUARTER PILLAR GARNISH 
Tap the garnish to install it. 
6. INSTALL SEAT BELT SHOULDER ANCHOR 


(a) (w/ Rear No. 2 Seat Belts) 
Install the rear No, 2 seat belt shoulder anchor 
with the bolt. 


Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 


7 (b) Install the rear No. 1 seat belt shoulder anchor 
805395 with the bolt. 


Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 
7. INSTALL FOLLOWING PARTS: 

(See steps 6 to 11 on pages BO-26 to 27) 

(a) Quarter trim 


(b) (w/ Rear No. 2 Seat Belts) 
Rear No. 2 seat beit anchor 


Torque: 42 N-m (430 kgf-cm, 31 ft-Ibf) 
(c) Slide door weatherstrip and scuff plate 
(d) Back door weatherstrip and scuff plate 














BODY — Back Door Glass BO-81 


BACK DOOR GLASS 
PREPARE ITEMS LISTED 
E Part name and No. | Contents of set 


Auto glass sealer (08833-00030 
or equivalent) 





Cleaner (for cleaning adhering surfaces) 


Materials required 





COMPONENTS 





Bark Window Garnish 


Back Window 
Side Garnish 


Back Window Side Garnish 









Weatherstrip 
} Back Door Glass 





20 (200, 14) 


Door Trim 








N-m (kgf-cm, ft-lbf) |: Specified torque NO3109 











REMOVAL OF BACK DOOR GLASS 


1. REMOVE WIPER ARM 
Remove the nut and the wiper arm. 
2. REMOVE FOLLOWING PARTS: 
(See steps 2 to 4 on page BO-35) 
(a) Back window garnish 
(b) Door trim 











805428 (c) Back window side garnish 





BO-82 


BODY — Back Door Glass 








Weatherstrip 


803301 








803302 








803291 








803292 











BO550s 











REMOVE BACK DOOR GLASS 
If reusing the weatherstrip: 


(a) 


Using a screwdriver, loosen the weatherstrip 
the body. 


HINT: Tape the screwdriver tip before use. 
NOTICE: Be careful not to damage the body. 


(b) 


(c) 


interior part of the body flange. 


Pull the glass outward and remove it with the 
weatherstrip. 


If using a new weatherstrip: 


(a) 


From the outside of the vehicle, cut off 
weatherstrip with knife. 


NOTICE: Do not damage the body and the glass. 


(b) 
(c) 


Push piano wire through from the interior. 


Tie both wire ends to the wooden blocks 
equivalent. 


NOTICE: When separating, take care not to di 
the paint or interior ornaments. 


(d) 


(e) 


Cut the adhesive by pulling the piano wire aroun¢ 
it. 
Remove the glass. 


BODY — Back Door Glass BO-83 





[poseat 





INSTALLATION OF BACK DOOR GLASS 
(See page BO-81) 
1. CLEAN BODY AND GLASS 


Using cleaner, clean the weatherstrip contacting 
surface of the body and the glass. 








803295 


“ 


Installation Cord 


Glass 


2. INSTALL WEATHERSTRIP ON GLASS 
(a) Attach the weatherstrip to the glass. 


NOTICE: If the weatherstrip has hardened, it way 
develop water leaks. Use a new one if possible. 


(b) Apply a working cord along the weatherstrip 
groove as shown. 








805503 





3. INSTALL GLASS 


(a) Apply soapy water to the contact surface of the 
weatherstrip lip and to the body flange. 








a 





HINT: Begin installation in the middle of the lower 
part of the glass. 


(b) Hald the glass in position on the body. 
(c) From the inside, pull on one cord at an angle so 
that it will pass over the flange. From the outside, 


tap the glass along the weatherstrip with open 
hands until the glass is installed. 














4. SNUG DOWN GLASS 


To snug down the glass, tap from the outside with your 
open hand. 








BO-84 BODY — Back Door Glass 





5. APPLY SEALER 


| Mesking Tape (a) Put masking tape around the weatherstrip to 
Protect the paint and the glass. 





| 809288 Pica 








a {b) Apply auto glass sealer to the weatherstrip lip as 
shown. 


Part No.08833-00030 or equivalent 





803678 








6. CLEANING SEALER SURFACE 


(a) After auto glass sealer dry, remove the masking 
tape. 


HINT: The auto glass sealer wil) harden in about 15° 
hours. 


(b) Clean off the sealer oozing out from the masking 
tape with a clean rag saturated in cleaner. 


t ——— 7. INSPECT FOR LEAKS AND REPAIR 
80549) (a) Perform a leak test. 














(b) Seal any leaks with auto glass sealer. 
Part No.08833-00030 or equivalent 


8. INSTALL FOLLOWING PARTS: 
{See steps, 12 to 14 on page BO-40) 


(a) Back window side garnish 
* (b) Door trim 
(c) Back window garnish 





9. INSTALL WIPER ARM 
Install wiper arm with the nut. 
Torque: 20 N-m (200 kgf-cm, 14 ft-Ibf) 





805428 











BODY — Dual Moon Roof (Dual Moon Roof) BO-85 


DUAL MOON ROOF 


Dual Moon Roof 
COMPONENTS 








Rear Roof Side Garnish Slide Roof Rail 


Sliding Moon Roof Shoe 


4 Sliding Moon Roof Glass 
ee 


Rear Moon Roof Glass 


Slide Roof Guide Slide Roof Rail 
.- 


ZA? 

arr _ e& ®@ Lock Handle = én 
i) Joon 

Roof Link = 2 Sliding Moon 


8 Roof Shoe 








Tilt Moon Roof S 
Glass . a. 
S i 
be Z 2 | 
ne ws 3 ° 
Tilt Moon Roof Hinge a2%o Tilt Moon & ° | 
Roof Link Wind Deflector Panel \ slide Roof Guide 






Weatherstrip 





Lock Striker 





Sliding Moon 
Roof Garnish 





(w/ Rear Cooling Unit) 
Sliding Moon Roof Switch 








4 } 
Drive Cable 


(w/o Rear Cooling Unit) 
Sliding Moon Roof Switch 














BO-86 BODY — Dual Moon Roof (Dual Moon Roof) 
COMPONENTS (Cont'd) 
Tilt Moon Roof Sunshade Trim 
e Tilt Moon Roof Sunshade Stopper 
Sliding Moon Roof Sunshade Guide 
805295 














962508 





Quarter Pillar Garnish Rear Pillar Garnish 
Front Pillar Garnish 


Center Pillar Upper > 
Roof Headlining 
\ — Bracket 
Rear Interior Light 
Clip 


yom Hook 














Sunvisor 


Rear Pillar Garnish 
. Quarter Pillar Garnish 
Assist Grip 





Center Pillar Upper Garnish 


Front Pillar Garnish 








(P3409) SLNANOdINO9 


(jooy uoow jeng) sooy uoow jeng — Agog 


48-098 


BO-88 BODY — Dual Moon Roof (Roof Headlining) 
_ |. 


Roof Headlining 


REMOVAL OF ROOF HEADLINING 
(See pages BO-85 to 87) 
1. REMOVE FOLLOWING PARTS: 

¢ Sunvisors and holders 

* Assist grips 

* Coat hooks 





2. REMOVE INNER REAR VIEW MIRROR 
% (a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


| (b) Remove three screws and the mirror, then 
disconnect the connector. 








805467 








3. REMOVE REAR INTERIOR LIGHT 
(a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


(b) Remove two screws and the light, then disconnect 
the connector. 


(c) Remove the bolt and the bracket. 


BO5aa8 








4. REMOVE SLIDING MOON ROOF SWITCH 
(w/ Rear Cooling Unit) 


(a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


(b) Remove two screws and the switch, then 
disconnect the connector. 


Bossa9 








(w/o Rear Cooling Unit) 
(a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


(b) Remove the screw and the switch, then disconnect 
the connector. 
5. (w/ Rear Cooling Unit) 
REMOVE REAR COOLING UNIT 
(See page AC-25) 





805450 








BODY — Dual Moon Roof (Roof Headlining) BO-89 





6. REMOVE ASSIST GRIP 
(a) Remove the covers. 
(b) Remove the screws and the assist grips. 





No2963 








7. REMOVE FRONT PILLAR GARNISH 
Remove the garnishes by pulling. 








8. REMOVE BACK DOOR SCUFF PLATE 
(a) Remove two screws. 
(b) Remove the scuff plate by pulling. 
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9. REMOVE BACK DOOR WEATHERSTRIP 
Pull the weatherstrip to remove it. 
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10. REMOVE FRONT DOOR SCUFF PLATE 
(a) Remove three screws. 
(b) Remove the scuff plate by pulling. 
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11. REMOVE FRONT DOOR WEATHERSTRIP 
Pull the weatherstrip to remove it. 
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6 Clips ‘ 12. REMOVE SLIDE DOOR SCUFF PLATE 
| (a) Remove five screws. 
(b) Remove the scuff plate by pulling. 














13. REMOVE SLIDE DOOR WEATHERSTRIP 
Pull the weatherstrip to remove it. 
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14, REMOVE SEAT BELT SHOULDER ANCHOR 


(a) Using a screwdriver, open the all seat belt 
shoulder anchor covers. 


HINT: Tape the screwdriver tip before use. 
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(b) Loosen the bolts and the all seat belt shoulder 
anchors. / 
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15. (w/ Rear No. 2 Seat belts) 
REMOVE REAR NO. 2 SEAT BELT ANCHOR 


(a) Remove four bolts and the rear No. 2 seats. 
(See page BO-128) 


(b) Remove two bolts and two seat belt anchors. 


16. REMOVE QUARTER TRIM 
(Driver's Side) 


(a) Remove two,caps. 

(b) Remove two bolts. 

({c) Pull the trim upward to remove it. 
(Passenger's Side) 

Pull the trim upward to remove it. 


17, REMOVE CENTER PILLAR LOWER GARNISH 
Remove the garnish by pulling. 


18. REMOVE CENTER PILLAR UPPER GARNISH 
(Driver's Side) 
(a) Remove two screws. 
(b) Remove the garnish by pulling. 


(Passenger's Side) 
(a) Remove the screw. 
(b) Remove the garnish by pulling. 
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19. REMOVE QUARTER PILLAR GARNISH 
(Driver's Side) 
Remove the garnish by pulling. 


(Passenger's Side) 
Remove the garnish by pulling. 


20. REMOVE REAR PILLAR GARNISH 
(Driver's Side) 
Remove the garnish by pulling. 


(Passenger's Side) 
Remove the garnish by pulling. 


21. REMOVE ROOF HEADLINING 


(a) Using a screwdriver, remove seven covers. 
HINT: Tape the screwdriver tip before use. 
(b) Remove seven screws from the tilt moon roof 


sunshade guide. 
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(c) Remove five screws from the sliding moon roof 
sunshade guide. 


(d) Pull down the upper side of the all weatherstrips. 


(e) Remove the roof headlining. 
NOTICE: Do not damage the roof headlining. 


DISASSENBLY OF ROOF HEADLINING 

(See page BO-86) 

(Tilt Moon Roof Sunshade) 

1. REMOVE TILT MOON ROOF SUNSHADE STOPPER 
Remove two bolts and the stopper. 


2. REMOVE TILT MOON ROOF SUNSHADE TRIM 


(a) Remove two cushions. 
(b) Slide the trim rearward to remove it. 
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3. REMOVE TILT MOON ROOF SUNSHADE GUIDE 
Remove fifteen nuts and the guide. 


(Sliding Moon Roof Sunshade) 
1. REMOVE SLIDING MOON ROOF SUNSHADE TRIM 


(a) Remove two cushions. 
(b) Slide the trim rearward to remove it. 


2. REMOVE SLIDING MOON ROOF SUNSHADE GUIDE 
Remove twenty-four nuts and the guide. 


ASSEMBLY OF ROOF HEADLINING 
(See page BO-86) 


(Tilt Moon Roof Sunshade) 
1. INSTALL TILT MOON ROOF SUNSHADE GUIDE 


Install the guide with fifteen nuts. 


2. INSTALL TILT MOON ROOF SUNSHADE TRIM 
(a) Slide the trim forward to install it. 
(b) Install two cushoins. 
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3. INSTALL TILT MOON ROOF SUNSHADE STOPPER 
Install the stopper with two bolts. 


(Sliding Moon Roof Sunshade) 
1. INSTALL SLIDING MOON ROOF SUNSHADE GUIDE 


Install the guide with twenty-four nuts. 


2. INSTALL SLIDING MOON ROOF SUNSHADE TRIM 
(a) Slide the trim forward to install it. 
(b) Install two cushions. 


INSTALLATION OF ROOF HEADLINING 
(See pages BO-85 to 87) 
1. INSTALL ROOF HEADLINING 

(a) Place the roof headlining 

NOTICE: Do not damage the roof headlining. 


(b) Install the upper side of the all weatherstrips. 
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{c) Install five screws to the sliding moon roof 
sunshade guide. 
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(d) Install seven screws to the tilt moon roof sunshade 
guide. 


(e) Install seven covers. 
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3 Clips 2. INSTALL REAR PILLAR GARNISH 
4 (Driver's Side) 


Tap the garnish to install it. 
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(Passenger's Side) 
Tap the garnish to install it. 


1Clip 


2 Clips 
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3. INSTALL QUARTER PILLAR GARNISH 
(Driver's Side) 


Tap the garnish to install it. 
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(Passenger’s Side) 
Tap the garnish to install it. 


INSTALL CENTER PILLAR UPPER GARNISH 


(Driver's Side) 
(a) Tap the garnish to install it. 
(b) Install two screws. 


(Passenger's Side) 
(a) Tap the garnish to install it. 
(b) Install the screw. 


INSTALL CENTER PILLAR LOWER GARNISH 


Tap the garnish to install it. 


INSTALL QUARTER TRIM 
(Driver's Side) 


(a) Install the trim from above. 
(b) Install two bolts. 
(c) Install two caps. 
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(Passenger's Side) 
Install the trim from above. 


7. (w/ Rear No. 2 Seat Belts) 
INSTALL REAR NO. 2 SEAT BELT ANCHOR 


(a) Install the seat belt anchors with two bolts. 
Torque: 41 N-m (420 kgf-cm, 30 ft-Ibf) 


(b) Install the rear No. 2 seats with four bolts. 
(See page BO-126) 


Torque: 39 N-m (400 kgf-cm, 29 ft-Ibf) 
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8. INSTALL FRONT DOOR WEATHERSTRIP 








9. INSTALL FRONT DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install three screws. 
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10. INSTALL BACK DOOR WEATHERSTRIP 
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11. INSTALL BACK DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install two screws. 
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12. INSTALL SLIDE DOOR WEATHERSTRIP 


13. INSTALL SLIDE DOOR SCUFF PLATE 
(a) Tap the scuff plate to install it. 
(b) Install five screws. 
14. INSTALL SEAT BELT SHOULDER ANCHOR 
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Install the all seat belt shoulder anchors with the bolts. 


Torque: 42 N.m (430 kgf-cm, 31 ft-Ibf) 


15. INSTALL FRONT PILLAR GARNISH 
Tap the garnish to install it. 


16. (w/ Rear Cooling Unit) 
INSTALL REAR COOLING UNIT 
(See page AC-32) 


17. INSTALL ASSIST GRIP 


(a) Install the assist grip with the two screws. 


(b) Install the covers. 


18. INSTALL SLIDING MOON ROOF SWITCH 
(w/ Rear Cooling Unit) 


(a) Connect the connector. 
(b) Install the switch with two screws. 
(c) Install the cover. 
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19. 


(w/o Rear Cooling Unit) 

(a) Connect the connector. 

(b) Install the switch with the screw. 
(c) Install the cover. 


INSTALL REAR INTERIOR LIGHT 

(a) Install the bracket with the bolt. 
(b) Connect the connector. 

(c) Install the light with two screws. 
(d) Install the cover. 


INSTALL INNER REAR VIEW MIRROR 
(a) Connect the connector. 

(b) Install the mirror with three screws. 
{c) Install the cover. 


INSTALL FOLLOWING PARTS: 
* Sunvisors and holders 

¢ Assist grips 

* Coat hooks 
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f Tilt Moon Roof 
ON-VEHICLE INSPECTION 


INSPECT TILT MOON ROOF ALIGNMENT 


(a) With the tilt moon roof fully closed, check for 
water leakage. 
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0.12 in.) (b) Check for a difference in clearance between the tilt 
Sie . moon roof and front roof side garnish. 
Clearance: 3 mm (0.12 in.) 
= <- = = 
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ADJUSTMENT OF TILT MOON ROOF 


1. REMOVE FOLLOWING PARTS: 
(a) Sunvisors and holders 
(b) Inner rear view mirror 
(See step 2 on page BO-88) 
(c) Front pillar garnishes 
(See step 6 on page BO-89) 
(d) Seven covers and seven screws 
(See step 20 (a) and (b) on page BO-92) 
(e) Pull down the upper side of the door weatherstrips. 
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(f) Pull down the front side of the roof headlining. 
NOTICE: Do not damage the roof headlining. 





poses) 











BODY — Dual Moon Roof (Tilt Moon Roof) 

















BO-102 
2. ADJUST TILT MOON ROOF 
(a) Loosen the tilt moon roof link nuts. 
1p 
| 
BOS434 
(b) Loosen the tilt moon roof hinge nuts to adjust. 
oS ~ 3. INSTALL FOLLOWING PARTS: 
us z (a) Upper side of the door weatherstrips. 
a) (b) Front pillar garnishes 
os (c) Inner rear view mirror 
(d) Sunvisors and holders. 
(e) Seven screws and seven covers 
BOS435 








REMOVAL OF TILT MOON ROOF 


(See pages BO-83 to 87) 
1. REMOVE ROOF HEADLINING 
(See steps 1 to 20 on pages BO-88 to 93) 


| 2. REMOVE TILT MOON ROOF GLASS 
(a) Remove four bolts. 
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(b) Remove two nuts and the glass. 
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3. REMOVE LOCK STRIKER 
Remove two nuts and the striker. 


DISASSEMBLY OF TILT MOON ROOF 


(See page BO-85) 
1, REMOVE TILT MOON ROOF LINK 
Remove two bolts and the link. 


2. REMOVE TILT MOON ROOF HINGE 


Remove two nuts and the hinge. 


3. REMOVE LOCK HANDLE 


(a) Remove the screw and the cover. 
(b) Remove two nuts and the handle. 


4. REMOVE WEATHERSTRIP 


Pull the weatherstrip to remove it. 
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ASSEMBLY OF TILT MOON ROOF 
(See page BO-85) 
1. INSTALL WEATHERSTRIP 


2. INSTALL LOCK HANDLE 
(a) Install the handle with two nuts. 
(b) Install the cover with the screw. 


3. INSTALL TILT MOON ROOF HINGE 
Install the hinge with two nuts. 


4. INSTALL TILT MOON ROOF LINK 
Install the link with two bolts. 


INSTALLATION OF TILT MOON ROOF 
(See pages BO-85 to 87) 
1. INSTALL LOCK STRIKER 

Install the striker with two nuts. 
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ri 2. INSTALL TILT MOON ROOF GLASS 
(a) Install the glass with two nuts. 
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(b) Install four bolts. 
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3. ADJUST TILT MOON ROOF 
(See step 2 on page BO-102) 
4. INSTALL ROOF HEADLINING 
(See steps 1 to 20 on pages BO-95 to 100) 


BO-106 


BODY — Dual Moon Roof (Sliding Moon Roof) 








805459 











805460 








Bos«63 








a 


BO5462_ 805464 











Sliding Moon Roof 
ON-VEHICLE INSPECTION 


INSPECT SLIDING MOON ROOF ALIGNMENT 


(a) Start the engine and check the operation time of 
the sliding moon roof. 


Operation time: Approx. 8 sec. 


(b) Check for abnormal noise or binding during 
operation. 


(c) With the sliding moon roof fully closed, check for 
water leakage. 


(d) Check for a difference in clearance between the 
sliding moon roof and rear roof side garnish. 


Clearance: 5 mm (0.20 in.) 


If the sliding moon roof does not operate: 
(a) Using a screwdriver, remove the cover. 
HINT: Tape the screwdriver tip before use. 


(b) (w/ Rear Cooling Unit) 
Remove two screws and switch, then disconnect 
the connector. 


(c) Using a special crank-shaped screwdriver, remove 
the motor screw inside. 


CAUTION: Be careful not to lose the shims. 


(d) Manually operate the sliding moon roof by 
inserting a special crank-shaped screwdriver into 
the hole and turning the drive shaft. 


ADJUSTMENT OF SLIDING MOON ROOF 


1. REMOVE SLIDING MOON ROOF GARNISH 
(a) Slide the sunshade trim backward. 
(b) Open the sliding moon roof. 
(c) Remove the screw. 
(d) Slide the garnish to remove it. 
(e) Close the sliding moon roof. 


2. TO ADJUST FORWARD OR REARWARD 
Adjust by loosening the sliding moon roof installation 
nuts, and move the sliding moon roof glass forward and 
rearward. 
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3. 
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TO ADJUST RIGHT OR LEFT 


Adjust by loosening the sliding moon roof installation 
nuts, and move the sliding moon roof glass right and 
left. 


TO ADJUST CLEARANCE 
(Difference in left and right clearance) 


If the difference is about 2 mm (0.08 in.): 


(a) Remove the drive motor and shift the cable one 
notch. 


(b) Reinstall the motor. 


If the difference is about 1 mm (0.04 in.): 


Adjust by loosening the sliding moon roof installation 
nuts, and readjust the sliding moon roof to the proper 
position. 


INSTALL SLIDING MOON ROOF GARNISH 
(a) Slide the garnish to install it. 
(b) Install the screw. 
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ng Moon Roof) 
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REMOVAL OF SLIDING MOON ROOF 
(See pages BO-85 to 87) 
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2. 


OPEN SLIDING MOON ROOF 


DISCONNECT BATTERY CABLE FROM NEGATIVE 
TERMINAL 


REMOVE ROOF HEADLINING 
(See steps 1 to 20 on pages BO-88 to 93) 


REMOVE REAR ROOF SIDE GARNISH 
(a) Remove the screw. 
(b) Remove the garnish by pulling. 


REMOVE FRONT ROOF SIDE GARNISH 
(a) Remove the screw. 
(b) Remove five nuts and the garnish. 


REMOVE DRIVE MOTOR 


Remove two nuts, the bolt and the motor, then 
disconnect the connectors. 


REMOVE SLIDING MOON ROOF GARNISH 
(a) Remove the screw. 
(b) Slide the garnish to remove it. 
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8. REMOVE SLIDING MOON ROOF GLASS 
(a) Remove four nuts. 
(b) Remove the glass from the drive cable. 


(c) Slide the glass rearward to remove it. 


9. REMOVE WIND DEFLECTOR PANEL 
Remove two nuts and the panel. 


10. REMOVE SLIDE ROOF RAIL 
(a) Remove four nuts and the slide roof front rail. 
(b) Remove three nuts and the slide roof rear rail. 


11. REMOVE SLIDE ROOF GUIDE 
(a) Remove the nut and the slide roof front guide. 
(b) Remove the slide roof rear guide. 
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12. REMOVE DRIVE CABLE 
Remove eight bolts and the drive cable. 


13. REMOVE WEATHERSTRIP 
Pull the weatherstrip to remove it. 


DISASSEMBLY OF SLIDING MOON ROOF 
(See page BO-85) 

REMOVE SLIDING MOON ROOF SHOE 

Remove eight nuts and four shoes from the glass. 
ASSEMBLY OF SLIDING MOON ROOF 
(See page BO-85) 

INSTALL SLIDING MOON ROOF SHOE 

Install four shoes with eight nuts to the glass. 


INSTALLATION OF SLIDING MOON ROOF 
(See pages BO-85 to 87) 
1. INSTALL WEATHERSTRIP 


2. INSTALL DRIVE CABLE 
Install the drive cable with eight bolts. 
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3. INSTALL SLIDE ROOF GUIDE 


LS (a) Install the slide roof rear guide. 
oil (b) Install the slide roof front guide with the nut. 
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4. INSTALL SLIDE ROOF RAIL 
(a) Install the slide roof front rail with four nuts, 
(b) Install the slide roof rear rail with three nuts. 

















Z 5. INSTALL WIND DEFLECTOR PANEL 
ei ne Install the panel with two nuts. 
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_ 6. INSTALL SLIDING MOON ROOF GLASS 
(a) Slide the glass forward to insert to the slide roof 
rail. 
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in (b) Install the glass to the drive cable. 
# (c) Install four nuts. 
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INSTALL DRIVE MOTOR 


(a) Slide the sliding moon roof rearward to the rear 
end. 


(b) Remove the screw and cam plate cover. 


(c) Loosen the large screw at the back side of drive 
shaft, then turn the drive shaft by hand to align the 
housing and gear point mark as shown in the 
illustration. 


(d) Install the cam plate cover with the screw. 


(e) Connect the connector. 
(f) Install the motor with two nuts and the bolt. 


ADJUST SLIDING MOON ROOF 
(See steps 2 to 4 on pages BO-106 to 107) 


INSTALL SLIDING MOON ROOF GARNISH 
(a) Slide the garnish to install it. 
(b) Install the screw. 


INSTALL FRONT ROOF SIDE GARNISH 
(a) Install the garnish with five nuts. 
(b) Install the screw. 


BODY — Dual Moon Roof (Sliding Moon Roof) 





2 Clips 





805468 








12. 


13. 


11. 


INSTALL REAR ROOF SIDE GARNISH 
(a) Tap the garnish to install it. 
(b) Install the screw. 


INSTALL ROOF HEADLINING 


(See steps 1 to 20 on pages BO-95 to 100) 
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CONNECT BATTERY CABLE TO NEGATIVE TERMINAL 
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INSTRUMENT PANEL 
COMPONENTS 
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HINT: Screw sizes in the illustration on the previous 
Page are indicated using the code below for removal 
and installation of instrument panel. 
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REMOVAL OF INSTRUMENT PANEL 
(See page BO-114) 


4. 


DISCONNECT BATTERY CABLE FROM NEGATIVE 
TERMINAL 

CAUTION: Work must be started after approx. 30 
seconds or longer from the time the ignition switch is 
turned to the “LOCK” position and the negative (-) ter- 
minal cable is disconnected from the battery. 


REMOVE ASSIST GRIPS 


(a) Remove the covers. 
(b) Remove the screws and the assist grips. 


REMOVE FRONT PILLAR GARNISH 
Remove the garnishes by pulling. 


REMOVE SIDE DEFROSTER NOZZLE 
Pull the rear edge of the nozzle upward to remove it. 


REMOVE STEERING WHEEL 
(See page SR-3) 
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10. 


REMOVE STEERING COLUMN COVER 
Remove five screws and the column covers. 


REMOVE FRONT DOOR SCUFF PLATE 
(a) Remove the three screws. 
(b) Remove the scuff plate by pulling. 


REMOVE SIDE PANEL 
(a) Remove two screws. 
(b) Remove the side panel by pulling. 


REMOVE HOOD RELEASE LEVER 
(a) Remove two screws. 
(b) Slide the lever forward to remove it. 


REMOVE CLUSTER FINISH LOWER PANEL 
(a) Remove the two covers. 
(b) Remove the five screws. 


(c) Remove the panel by pulling, then disconnect the 
connectors. 
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11. 


12 


13. 


14. 


15. 


16. 


REMOVE KNEE PANEL 
Remove the five bolts and the knee panel. 


REMOVE COMBINATION SWITCH WITH SPIRAL CABLE 
(a) Disconnect the connectors. 


(b) Remove the screws and the combination with the 
spiral cable. 


REMOVE TURN SIGNAL BRACKET 
Remove two bolts and the bracket. 


REMOVE CLUSTER FINISH CENTER UPPER PANEL 


(a) Push up the release lock at the center on the lower 
side of the panel. 


(b) Remove the panel by pulling. 


REMOVE CONSOLE BOX 


(a) Press on the sides of the box while pulling the box 
outward. 


(b) Remove the box. 


REMOVE ASH RECEPTACLE RETAINER AND CUP 
HOLDER 


(a) Remove four screws and the retainer and the cup 
holder. 


(b) Disconnect the connectors. 
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17. 


18. 


19. 


20. 


21. 


REMOVE CLUSTER FINISH CENTER PANEL WITH 
RADIO 


(a) Remove two screws and two bolts. 


(b) Pull the panel with the radio rearward and remove 
it, then disconnect the connectors. 


REMOVE RADIO 


Remove four screws and the radio from the cluster 
finish center panel. 


REMOVE CLUSTER FINISH END PANEL 

(a) Remove two screws. 

(b) Using a screwdriver, remove the panel. 
HINT: Tape the screwdriver tip before use. 


REMOVE CLUSTER FINISH PANEL 

(a) Remove two screws. 

(b) Using a screwdriver, remove the panel. 
HINT: Tape the screwdriver tip before use. 


REMOVE COMBINATION METER 
(a) Remove four screws. 


{b) (A/T) 
Disconnect the cable from the control lever. 
(See step 3 on page AT-148) 


HINT: Theft into the "P" position. 


(c) (A/T) 
Remove the cable from the roller. 


(d) Remove the meter, then disconnect the connectors. 
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25. 


(a) 
(b) 


22. REMOVE GLOVE COMPARTMENT DOOR 


Remove two screws and the door with the hinge. 
Remove three screws and the hinge from the door. 


23. REMOVE HEATER CONTROL 


Remove four screws and hang the heater control. 


24. REMOVE J/B AND R/B NO. 1 


Remove four bolts and hang the J/B and R/B No. 1. 


(A/T) 
REMOVE SHIFT LEVER 
(See steps 1 to 2 on page AT-150) 


(a) 
(b) 


(c) 


Remove two bolts and the detent plate. 


Remove the through bolt, the nut and the shift 
lever. 


Disconnect the connector from the O/D switch. 





BO-120 BODY — Instrument Panel 


26. REMOVE INSTRUMENT PANEL 
(a) Remove ten bolts. 
(b) Remove three screws. 
(c) Remove three nuts. 
(d) Pull the instrument panel to remove it. 
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27. REMOVE FOLLOWING PARTS: 
(See page BO-119) 


* Mounting bracket No. 1 
e Mounting bracket No. 2 
* Bracket No. 3 
. ¢ Bracket No. 4 
« Lower mounting bracket No. 1 
« Lower mounting bracket No. 2 


BODY — Instrument Panel BO-121 








Defroster Nozzle 


Duct Heater to 
Register No. 2 Assembly 





Ys 


B 
Duct Heater to Register M4 < —— 


No. 1 Assembly 


Duct Heater to 
Register No. 2 pei 
i efroster Duct 
‘ ‘ Register Center Connector Nod Brabket 
Bt ‘ Duct Heater to Register No. 1 f 
Be a . 
B onl a . 
a 7 B » B 
F Duct Side Defroster 
Upper Reinforcement Nozzle No. 4 
i Duct Side AB B 
Duct Side wf cy 
Defroster f Paucar B B ,Ba yao B 
Nozzle No. 4 ozzle No. 3 “& Ge Qo 
B 











tA 
é Glove Compartment Hole Cover 
4 Duct Heater to 200r Hinge Bracket Duct Side 
Defroster Duct Register Center Defroster Nozzle 
1 No. 1 Bracket No. 6 











Mounting 
Bracket No. 





Duct Heater to 


B 4 Mounting 
Register No.3 q *_ 


Bracket No. 2 


Glove Compartment 


Glove Compartment Duct Heater to 


No. 1 Reinforcement Boor: Aeintamement Register No. 4 


Bracket No. 4 


A 
Bracket No. 3——*9 ® \ 
A 


A) 
yy 


LE —__\) 


Instrument Panel — Lower Mounting 
Bracket No. 


vy 
: g 88 Glove Compartment 
Lower Mounting Bracket No. 1 Door Lock Cylinder 
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HINT: Screw sizes in the illustration on the previous 
Page are indicated using the code below for removal 
and installation of instrument panel. 





\Code 





Shape Size Code. Shape | Size Code Shape Size _ (Code | Shape 


995.22 | 5.22 
a Gawen: | 2 (0.2055) c | (0.2055) D [um 
: L=16 (0.63) L=12 (0.47) 


1 st 
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28. REMOVE FOLLOWING PARTS FROM INSTRUMENT 
PANEL 
(See page BO-121) 


No. 1 reinforcement 

Upper reinforcement 

Brace 

Hole cover 

Glove compartment door reinforcement 
Glove compartment 

Glove compartment door hinge bracket 
Glove compartment door lock cylinder 
Duct heater to register No. 1 assembly 
Duct heater to register No. 2 

Duct heater to register No. 3 

Duct side defroster nozzle No. 3 
Defroster duct No. 1 bracket 

Duct heater to register No. 2 assembly 
Duct heater to register No. 2 

Duct heater to register No. 4 

Duct side defroster nozzle No. 4 

Duct side defroster nozzle No.6 
Defroster duct No. 2 bracket 

Duct heater to register center 
Register center connector 

Defroster nozzle 

Console box male hinge 


eecece eee ee ee eee eee eee eee 
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INSTALLATION OF INSTRUMENT PANEL 
(See page BO-114) 


fe 


2 


INSTALL FOLLOWING PARTS TO INSTRUMENT PANEL 

(See pages BO-121 and 122) 

INSTALL FOLLOWING PARTS: 

(See page BO-121) 

* Mounting bracket No. 1 

Mounting bracket No. 2 

Bracket No. 3 

Bracket No. 4 

Lower mounting bracket No. 1 

Lower mounting bracket No. 2 

INSTALL INSTRUMENT PANEL 

(a) Place the instrument panel, then insert the stud 
bolts to the cowl upper. 

(b) Install three nuts. 

(c) Install three screws. 


(d) Install ten bolts. 
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(A/T) 
INSTALL SHIFT LEVER 
(See steps 4 to 5 on page AT-151) 


(a) Adjust the shift lock pin. 


(b) Install the shift lever with through the bolt and the 
nut. 


({c) Install the detent plate with two bolts. 
(d) Connect the connector to the O/D switch. 


BO-124 
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INSTALL J/B AND R/B NO. 1 
Install the J/B and R/B No. 1 with four bolts. 


INSTALL HEATER CONTROL 
Install the heater control with four screws. 


INSTALL COMBINATION METER 


(a) (A/T) 
Connect the cable to the control lever. 
(See step 3 on page AT-148) 


HINT: Thift into the "P" position. 


(b) (A/T) 
Install the cable to the roller. 


(c) Connect the connectors. 
(d) Install the meter with four screws. 


INSTALL CLUSTER FINISH PANEL 
(a) Tap the panel to install it. 
(b) Install two screws. 


INSTALL CLUSTER FINISH END PANEL 
(a) Tap the panel to install it. 
(b) Install two screws. 
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15. 


10. 


11, 


12. 


13. 


14. 
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INSTALL RADIO 


Install the radio with four screws to the cluster finish 
center panel. 


INSTALL CLUSTER FINISH CENTER PANEL WITH 
RADIO 


(a) Connect the connectors. 


(b) Install the panel with the radio with two screws 
and two bolts. 


INSTALL ASH RECEPTACLE RETAINER AND CUP 
HOLDER 


Install the retainer and the cup holder with four screws. 


INSTALL CONSOLE BOX 


Press on the sides of the box while install the box. 


INSTALL FOLLOWING PARTS: 
(See page BO-114) 


(a) Glove compartment door and hinge 
(b) Cluster finish center upper panel 

(c) Turn signal bracket 

(d) Combination switch with spiral cable 
(e) Knee panel 

(f) Cluster finish lower panel 

(g) Hood release lever 

(h) Front door scuff plate. 


(i) Side panels 
(j) Steering column covers 


(k) Steering wheel 

(l) Side defroster nozzles 
(m) Front pillar garnishes 
(n) Assist grips 


CONNECT BATTERY CABLE TO NEGATIVE TERMINAL 
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SEAT 


COMPONENTS 





Front Seat 





39 (400, 29) 








Rear No. 1 Seat (Separate Type) 











39 (400, 29) 











N-m (kgf-cm, ft-lbf) |: Specified torque 






















39 (400, 29) 


NO3010 
NO3011 
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COMPONENTS (Cont'd) 





Rear No. 1 Seat (Two-Seated Bench Type) 


39 (400, 29) 


Rear No. 1 Seat (Three-Seated Bench Type) 








39 (400, 29) 




















N-m (kgf-cm, ft-Ibf) 











: Specified torque 















39 (400, 29) 
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COMPONENTS (Cont'd) 















































N.m (kgf-cm, ft-Ibf) 
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SEAT BELTS 
COMPONENTS 





[ Front Seat Belts 


42 (430, 31) |— 


42 (430, 31) 


42 (430, 31) 





Rear No. 1 Seat Belts (Separate Type) 


41 (430, 30) 


(Xd g7}— -[41 (430, 30)| 5 
[5.4 (55, 48 in.Ibf) \ gn 


ee 
Pa | 41 (430, 30) 



















faa ag0. 9011 


41 (430, 30) 


41 (430, 30) & 41 (430, 30) 


41 (430, 30), 


805288 
NO3016 








N-m (kgf-cm, ft-Ibf) |: Specified torque 
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COMPONENTS (Cont'd) 





Rear No. 1 Seat Belts (Two-seated Bench Type) 


42 (430, 31) 








LAO 490. 91) 





[42 (430, 31) | 


Rear No, 1 Seat Belts (Three-seated Bench Type) 


{42 (430, 31) | 


(aN gy 42 (430, 31) | 








{ 5.4 (55, 48 in.-Ibf) 
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N-m (kgf-cm, ft-Ibf) |: Specified torque 
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COMPONENTS (Cont'd) 











Rear No. 2 Seat Belts 





5.4 (55, 48 in.-Ibf) 
at 42 (430, 31) ——— 
») se 


Ce 
5.4 (55, 48 in.-Ibf) 






N-m (kgf-cm, ft-Ibf) | : Specified torque 
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INSPECTION OF SEAT BELTS 
[Emergency Locking Retractor (ELR) Type] 
1. RUNNING TEST (IN SAFE AREA) 

(a) Fasten the front seat belts. 


(b) Drive the car at 10 mph (16 km/h) and make a very 
hard stop. 


(c) Check that the belt is locked and cannot be 
extended at this time. 





800632 











HINT: Conduct this test in a safe area. If the belt does 
not lock, remove the belt mechanism assembly and 
conduct the following static check. Also, whenever 
installing a new belt assembly, verify the proper 
operation before installation. 





2. STATIC TEST 
(a) Remove the locking retractor assembly. 
(b) Tilt the retractor slowly. 


(c) Verify that the belt can be pulled out at a tilt of 15 
degrees or less, and cannot be pulled out at over 
45 degrees of tilt. 


If a problem is found, replace the assembly. 
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a (Manual Type) 
a TESTING 
—— Gz (a) Adjust the belt to the proper length. 


(b) Apply a firm load to the belt. 
(c) Verify that the belt does not extend. 
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REPLACEMENT OF SEAT BELTS 


REPLACE SEAT BELTS 


NOTICE: Replace the seat belt if the warning label 
“REPLACE BELT" under the sleeve can be seen. 
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BO-133 








Three-dimensional 


distance Center-to-center 


traight-line 
distance 
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Two-dimensional Center-to-center 
horizontal distance 
in forward/rearward 


distance 





Vertical distance 
in lower surface 


Vertical distance i 
n center 


802208 Imaginary Standard Line 


re 


a a a 


| 
Master Gauge 
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Correct 


Pointer 
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BODY DIMENSIONS 


General Information 
1. BASIC DIMENSIONS 


(d) 


(a) There are two types of dimensions in the diagram. 
(Three-dimensional distance) 

* Straight-line distance between the centers of 
two measuring points. 

(Two-dimensional distance) 

e Horizontal distance in forward/rearward 
between the centers of two measuring points. 

¢ The height format imaginary standard line. 

(b) In cases in which only one dimension is given, left 
and right are symmetrical. 

{c) The dimensions in the following drawing indicate 
actual distance. Therefore, please use the 
dimensions as a reference. 

2. MEASURING 

(a) Basically, all measurements are to be done with a 
tracking gauge. For portions where it is not 
possible to use a tracking gauge, a tape measure 
should be used. 

(b) Use only a tracking gauge that has no looseness in 
the body, measuring plate, or pointers. 

HINT: : 

1. The height of the left and right pointers must be 
equal. 

2. Always calibrate the tracking gauge before 
measuring or after adjusting the pointer height. 

3. Take care not to drop the tracking gauge or 
otherwise shock it. 

4. Confirm that the pointers are securely in the holes. 

(c) When using a tape measure, avoid twists and 


bends in the tape. 


When tracking a diagonal measurement from the 
front spring support inner hole to the suspension 
member upper rear installation hole, measure 
along the front spring support panel surface. 
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449 
~ (57.05) 
Vehicle Dimensions Left <> Right 
HINT: A For Symbols, Capital letters indi- 
1.551 cate right side of vehicle, small letters 
< indicate left side of vehicle (Seen for rear). 
(61.02) 
Hy 
8 mm (in) 
Symbol a Name Hole dia. || Symbol Name Hole dia. 
| A.a__| Front fender installation nut — lower 6 (0.24) nut || Li Front door hinge installation nut 8 (0.31) nut 
B,b Front fender installation nut — upper 6 (0.24) nut | dj Front door hinge installation nut 8 (0.31) nut 
Ge Cowl top outer reinforcement standard hole 9 (0.35) | Kk | Center body piller standard hole 7 (0.28) 
+ 

i Dd Radiator support standard hole — upper 9(0.35) || L,1 | Courtesy switch installation nut [6 (0.24) nut 

Ee Radiator support standard hole — lower 910.35) || M, Center body piller/Roof side rail adjoining portion = 
Ff Roof panel/front body pillar adjoining portion — | , Center body piller/Rocker panel outer adjoining portion = 
Gg Wiper pivot installation hole 8 (0.31) Quarter panel/Roof side rail adjoining portion 

















H,h Front body pillar cut out-center 





Quarter panel standard hole 
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8 

g 

= mm (in) 

Symbol Name | Hole dia. 
Q,q_ __| Back door hinge installation hole — outer: rear end | 8.2 (0.323) 
Rr Rear combination light installation hole ‘9 (0.35) 
Ss Back door scuff plate installation hole | 8s (0.335) 
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1,042 1,411 














(eoue3sig jeuolsuawg-ee141) 



























































41. (55.55) 
a (41.02) 14 490 
+ (65.91) 
Front + 4-H ++ 
LH 
’ 
Fa 
5 mm (in.) 
Symbol | Name Hole dia. Symbol Name Hole dia. 
A,a__| Front side member standard hole 2010.79) || Gg Front side member stnadard hole 20 (0.79) 
Bb Front side member standard hole 20(0.79) || H,h__| Rear side member standard hole 15 (0.59) 
Ce Front suspension lower arm installation hole — rear 15 (0.59) Kk __| Rear spring bumper installation nut — front 8 (0.31) nut 
E,e Front side member standard hole 20 (0.79) i Lateral rod bracket hole — inner 16.5 (0.650) 




















f 





Engine front support member standard hole 











15 (0.59) Mm Rear side member standard hole 





15 (0.59) 
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1,407 1,157.1 810 775 1,034.8 1,220 1,582 1,787 2,360 = 
Wheel base] 2,865 (112.80) (55,39) (45.555) (31.89) : (30.51)(40.740)(48.03) _(62.28)(70.35) 2 
° 
al =] 
oF, F cl = H = 
__ A _~ Bt: =f s 
(ia. fae a 
{| __ | | | s 
749 465 | 666 490 590 587.5 5 603 585 3 
(29.49) (18.31) | (26.22) (49 99) (23.22) (23.130)(21.81) (23.74) (23.03) = 
RH 465 | 488 22), fi | 441 | j 5 
(18.31) | (16.06) (17,36) | 2 
Front + H 1 t: { 3 
465 488 f ne, a 
LH 18.31) 16.06) , u F ® 
83g ses | es 480 590 587.5 * 554 603 585 as 
(29.49)(18.31)} (26.22) fi (23,22) (23.130)(21.81) 3.74) (23.03) 
Ay k 
1,794.5 1,514 1,412 1,270.4 810 678 fey 775 1,034.8 1,220 1,582 2/360 
(70.649) (59.61) (55.59) (50.016)(31.89) (26.69) (30.51)(40.740)(48.03) (62.28) (92.91) 
NOTICE: True up the mounting section 
of the front airbag sensor very carefully 
and accurately so that the sensor can be 
mounted at the correct angle. 
Imaginary 
Si 
A,a 0,0 P.p Bb Cc Dd Ee Gg Hh Li Jj Kk OL Mm rea 
z 281 863 830 277 130 792 218 5 235 298 150 265 345 223 345 
8 (11.06) (33.98)(32.68)(10.91)(5.12)(31.18) (8.58) (9 7) (9.25) (11.73) (5.91)(10.43) —(13.58)(8.78) (13.58) sis 
& mm (ind 
Symbol | Name | Hole dia. |] Symboi Name | Hole dia. 
Aa Front side member standard hole | 20 (0.79) hi Lower control link bracket hole — inner |_ 16.3 (0.642) 
B,b _| Front side member standard hole | 20 (0.79) Siti Upper control link bracket hole — inner | 16.5 (0.650) 
Cs Front suspension lower arm installation hole — rear | 15 (0.59) Kk Rear spring bumper installation nut — front 8 (0.31) nut 
Dd Front spring support hole — outer [11 (0.43) L Lateral rod bracket hole — inner 16.5 (0.650) 
Ee Front side member standard hole 20 (0.79) M,m_| Rear side member standard hole 15 (0.59) 
f Engine front support member standard hole 15 (0.59) 0,0 _| Front airbag sensor installation nut — front 8 (0.31) nut 
Gg Front side member standard hole 20 (0.79) P.p Front airbag sensor installation nut — rear 8 (0.31) nut 
H,h | Rear side member standard hole 15 (0.59) = - | - 
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